Distributor of Visual Communications Company, LLC: Excellent Integrated System Limite
Datasheet of 5655F1 - LED RED T1 RIGHT ANGLE
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

"
punnam|
L

ectronic components

-

Excellent Integrated System Limited
Stocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:

Visual Communications Company, LLC
5655F1

For any questions, you can email us directly:

sales@integrated-circuit.com
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147 Central Avenue

Hackensack, New Jersey 07601 CHICAGO MINIATURE LAMP, |NC.
Tel: 201-489-8989 « Fax: 201-489-6911 WHERE INNOVATION COMES TO LIGHT

5655 Series T-1 Right Angle LED Assembly
DESCRIPTION AND FEATURES
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NUMBER DESCRIPTION DIM.(mm) TOL.
1 TAPE WIDTH 18 +1-5
2 HOLE PITCH 12.7 +-.3
3 PART TO TAPE 18.4/22.6
I L 4 CEN.TO CEN. POSITION 6.3 +-1.3
All dimensions in inches.

Features
Tape and reel for automatic assembly to PC boards-meets EIA STD RS-468.
*T-1 size lamp-preassembled into plastic block, height and spacing alignment saves assembly time/cost.

«High contrast ratio.

=Standoffs prevent flux entrapments.
=Standard reel quantity 750 pcs.
Housing: Black plastic, meets UL 94V-O

Note: Alternate LEDs are also available in this package as a standard variation.

ELECTRO-OPTICAL CHARACTERISTICS AND RATINGS

. Typical Rated Continuous Forward Voltage Reverse Peak

Part Number Eg‘lg[red Intensity Current EZ?:Z:SM“ Typ. Max. \E?I;Zdeoa?n. Wavelength
(mcd) (mA) (mA) (V) (V) ) (nm)
5655F1 Red 10 10 30 2.0 3.0 5 650
5655F3 Amber 7 10 30 2.2 3.0 5 603
5655F5 Green 16 10 30 2.2 3.0 5 562
5655F7 Yellow 6.3 10 30 2.1 3.0 5 585

Chicago Miniature Lamp reserves the right to make specification revisions that enhance the design and/or performance of the product
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