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Click to view price, real time Inventory, Delivery & Lifecycle Information:

TE Connectivity AMP Connectors
2-329490-1

For any questions, you can email us directly:

sales@integrated-circuit.com
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Terminals and Splices
tor Aluminum and Copper Catalog 82039
ARNIP Foil or Strip (TERMI-FOIL) Revied 1-97

End Cap Terminals

Large Size Single Face

Material:
Unplated copper

Related Product Data:
Application Tooling —page 9
Technical Documenis — page 1

Tooling:
Power Unit* with Head 69099 and Die
694791
" o Aluminum Foil Terminal Pimensions
Refer m‘page 9 for specifications Thickness Range Max. CMA at C-C W T Part Number
accessories. 00 S
080 I .
2.03 178220 50.8 152.4 50854
080 1.000 6.000
2.03 89,110 55 4 504 50855
Large Size Double Face
Related Product Data: ?/
Application Tooling —page 9 w
Technical Documents — page 1 J/
. w
Tooling:
Power Unit™ with Head 69099 and Die
69479-1 Nome- Alumlpum Terminal Material Dimensions Part Numbers
. I graph Foil M Stud S s - "
Refer to page 9 for specifications Terminal Thickness Cc ¢  Size and W L T With Stud  Without Stud
accessories Size” Max** at C Finish Hole Hole
Tin-
020 5116 1.000 6.000 3.000
1 45,828 Plated 320488 -
0.51 M6 Copper 254 152.4  76.2
Tin-
.035 1.000 9.000 3.000
2 77,653 38 Plated 2-329489-1 —
0.89 Coppar 254 2286 762
035 Unplated 1.000 6.000 3.000 _ i [
2 0.89 77658 38 Tooaper 254 1524 76.2 3-329489-7
1250 6,000 3.000
. at75 1524 762 920490 -
045 N~ 7250 9.000 3.000
3 14 143,212 716 g{l)eg;gr 3Ty 286  7ep 23294901 —
1250 12.000 3.000
3775 G048 7Bp 20294902 -
) 1.500 12.000 3.000 ] _
4 0680 pi7ge3 12 plamg S8l 9048 762 2razeaete
1.62 ' M12  Copper 1,500 15.000 3.000

384 281 760 29294913 —

*See nomograph on page 8.
=*Maximum aluminum foil thickness for lance penetration.
“~*Unplated at “T" dimension.

7
For grawings, technical data or samples, Dimensions are in inches and millimeters  Specifications subject to
contact your AMP sales engineer or call unless otherwise specified. Vaiues in change. Consult AMP
the AMP Product Information Center brackets are metric equivalents. Chart Incorporated

1-800-522-6752. dimensions are inches over millimeters. for latest specifications.
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