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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Susumu
RT0603P-101-M

For any questions, you can email us directly:

sales@integrated-circuit.com
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Distributor of Susumu: Excellent Integrated System Limited
Datasheet of RT0603P-101-M - RES SMD 100 OHM 20% 1/20W 0201

- RT series, high-precision
= / / 1 e=ena
= = ¥, Ifrimmable chip resistors sSm
\ - .
== = = = = A one-step trimmable thin film component for in-circuit resistor tuning. This component has excellent
temperature characteristics, exhibits excellent performance in circuit noise and the third harmonic
distortion, and needs no moisture proofing treatment after trimming.(Patent1921853)
< EEEIEE» 0201 trimmable chip resistor
'd SPECIFICATIONS
Mechanical Dimension RT0603 RT0510 RT0816 RT1220
L (Inch Size) (0201) (0402) (0603) (0805)
i i L 0.60+0.05 1.00+0.07 1.60+0.20 2.00+0.20
W 0.30+0.03 0.50+0.07 0.80+0.20 1.25+0.20
wW A 0.12+0.05 0.20+0.10 0.30+0.20 0.40£0.20
B 0.15*0.05 0.25+0.20 0.30+0.20 0.40+0.20
+ T 0.25+0.03 0.35+0.05 0.40+0.10 0.40+0.10
(unit : mm)
1N Equivalent circuit
B
O M O
Electrical
Type RT0603 RT0510 RT0816 RT1220
Initial resistance value(Q2) | 150 | 330 1.5k 100 | 270 1.5k | 100 | 330 | 1k |3.3k| 10k 33 100 | 330 1k 3.3k | 10k | 33k | 100k
Upper resistance limit(2) | 1.0k | 1.9k | 10k 820 2.1k 10k 2.7k |8.0k | 8.8k | 37k | 40k | 4.7k 8.2k | 15k | 15k 100k 120k 120k 220k
TcR FClcod +25 £100, =25 |=100 +25 *100 =50 +25 *+100
Ppm [Clcode) ®» R’ P @A (P) R (@ P) (R)
Resistance Tolerance +20% +20% +20% +20%
(code) (M) (M) (M) (M)
Power 1/20W 1/16W 1/16W 1/10W
Max Operating Voltage 15V 25V 75V 100V
Max Applied Voltage 30V 50V 150V 200V
Package 15,000pcs/reel | 10,000pcs/reel 5,000pcs/reel 5,000pcs/reel

- The RT0510 type with 50Q) initial resistance value is also avaiable.
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