Distributor of Littelfuse : Excellent Integrated System Limited
Datasheet of 19500320001 - FUSE GLASS 32MA 250VAC 5X20MM
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com
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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Littelfuse
19500320001

For any questions, you can email us directly:

sales@integrated-circuit.com
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IEC 60127-2/SS 3., Series 195
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= FaxBack Document # 202 K Time-current characteristics
Min-Max Limit .
* Glass tube - (Vlrl]Eca:soEl;-)Z/ss 3 7
Brass caps, nickel-plated %2, (32 ...100mA) E
o A IEC 60127-2/SS 3 3
= Approvals: (125mA ... 6.30A) ]
VDE: File No. 43285 %,
SEMKO: File No. 8734099 @
BSI: File No. KM7850
IMQ: File No. E3267 <
cULus Recognized: File No. E 67006 ° LAY
CCEE: File No. CH0026528-98 N1\
MITI: 1.00A-5.00A: contact WICKMANN .. ‘.‘
H a2 X N
- Packaging: g N ==
20 ) AJAY
00: Bulk (1000 pcs. per Box) s AN N
= ) —E 02:  Pack (10 pcs. per Pack) E s == ==
$ l = 40:  Axial Leads/Bulk £ “S‘ —
¢ 21.0/#0.5 |4o +1.0 43:  Axial Leads/Tape & Reel - . V" ( ~
(1000 pcs. per Reel) v =
4 N
HOY e -
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* Limits for Pre-arcing Time %
v 1 15 2 3 4 5 6 7 8 910 15
Rated Current 150% 210% 275% 400% 1000% leautt! =Rated
12352 -:\1006”]3%A :iﬂ z ;m?n zggms igs 1ggms gs ;ggggms Note: Contact WICKMANN for individual I-t curves
mA ... 6. min ms ... 10s ms ... 3s ms
8.00 ... 16.00A > 30min < 10min = = 20 ... 300ms
Permissible continuous operating current is £ 100% at ambient temperature of 23°C (73.4°F).
. Voltage Drop (max)t | Power Dissipation (max)t | Melting Integral (min Approvals
Rated Current / Amp Breaking 1(9)00/ T( ) 1500/p | (max) 1000%/ Ig (min) Opp
Rated Voltage Code Capacity 0 X lgated 0 X rateq ® X lpateq W é o
(mV) (W) (A%) slalz €3]8
32mA / 250V 0032 5000 1.6 0.01 e|e|e|e|e|e
40mA/ - 0040 4000 1.6 0.011 ele|e|e|e|e
50mA/ e 0050 3500 1.6 0.02 e|leo|e o e e
63mA/ - 0063 3000 1.6 0.026 e|e|e oo e
80mA/ - 0080 3000 1.6 0.052 e|e|e oo e
100mA/ -« 0100 2500 1.6 0.073 ele|e|e|e|e
125mA/ - 0125 2000 1.6 0.13 ole|eo oo e
160mA/ - 0160 1900 1.6 0.22 ele|e|e|e|e
200mA/ - 0200 1500 1.6 0.3 e|le|e|e|e|e
250mA/ - 0250 L O35A at 1300 1.6 0.32 sliieljielieliiol|ie
315mA/ - 0315 250VAC 1100 1.6 1.1 e|e|e oo e
400mA/ - 0400 cos ¢ =1.0 1000 1.6 24 e|o|e o e e
500mA/ e 0500 900 1.6 38 ole|eo oo e
630mA/ - 0630 300 1.6 75 ele|e|e|e|e
800MA/ = 0800 250 1.6 10 e|le|e|e|e|e
1.00A/ - 1100 150 1.6 11 o|le|o|o|e]e
1.25A/ - 1125 150 1.6 20 ele|e|e|e|e
1.60A/ = 1160 150 1.6 36 oloje|e|e o
2.00A/ - 1200 150 1.6 10 ole|eo e oo
2.50A/ - 1250 120 1.6 14 ole|e oo e
3.15A/ - 1315 100 1.6 25 e|le|e|e|e|e
4.00A/ - 1400 L CJ40A ~ 100 1.6 42 ele|e|e|e e
5.00A/ - 1500 L O50A ~ 100 1.6 70 oo e le o e
6.30A/ =~ 1630 100 1.6 120 e|eo|e o e e
8.00A/ « 23 1800 120 2.6 240 .
10.00A/ = 23 2100 120 3.0 400 .
L O63A ~
12.50A/ = 23 2125 120 35 650 .

1 values according to IEC 60127; WICKMANN values may be lower

2 not mentioned in the IEC 60127 standard; ratings are WICKMANN values

3 depending on application and mounting, the heating at the maximum ambient temperature in a closed fuseholder should be taken into consideration
4 please specify if CCEE is required when ordering
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