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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Panduit
THMSP20F-C

For any questions, you can email us directly:

sales@integrated-circuit.com
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THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND 1S NOT TO BE USED [N ANY WAY DETRIMENTAL TO THE [NTERESTS OF PANDUIT CORP.
PANDUIT D IMENS 1 onNs| RECOMMENDED RECOMMENDED
eyl HOLE DIA. PANEL SI1ZE | o "E1OHT
SEE NOTES R R o [ImNm“] [r]nmn] o) / 100 PCS.
0.19 | 0.47 0.65 0.024 - 0.160 0.238
THMSP20-___ | 1481t 11.91|1 16.51 0.81 - 4.1) 105
(REF) 0.26 | 0.54 0.72 0.024 - 0.230 0.254
THMSP25-___ | (6.61[113.71]118:31| 0,244 - 0.283 (0.81 - 5.8) (115)
0.25 Q.37 0.19 0.47 0.65 0.024 - 0.160 0.238
[6.4] [— [0.4] THMSP20F - ___|T4.81|t 11.91|116.87 1 B-20 - 7.201 (0.61 - 4.1 105
] 0.26| 0.54 | 0.72 0.024 - 0.230 0.254
THMSP25F - ___| 1 6.6 1|1 13.71]118.3 1 (0.61 - 5.8) (115)
NOTES:
L5 |. SEE PART NUMBER SUFF X DESIGNATIONS
[3e.1] ON_CURRENT PRICE SHEET FOR PACKAGE
o0 40 SI1ZE , PART COLOR AND PART MATERIAL.
[10.2] SEE NOTE 2 2. SUFFIX 'F' AFTER PART SI1ZE INDICATES
. ABSENCE OF TAB WHERE SHOWN.
TYP oy _ (1.E. THMSCBOF | .
‘ 3. MATERIAL TABLE
Sel_ -7 - NYLON 6.6 HEAT STABILIZED NATURAL
U - -30 NYLON 6.6 HEAT STABILIZED BLACK
. [REF) -639 NYLON 6 HEAT STABILIZED NATURAL
0.08 A 0.19 e -630 NYLON 6  HEAT STABILIZED BLACK
[1.5] - [4.8]
o ? gy
— (REF)
0.39 I 0. 22+
’ 5.6
[9.9] [7.1] [5-¢] DIMENSIONS IN BRACKETS ARE METRIC [ mm ]
(REFI CAD FILENAME/LAYERS GBO3O3BBiF)BiTHMSP708
T ANDUI
% CORP. TINLEY PARK, I[LLINOIS
THMSPE, THMSPE
TIE HARNESS MOUNT
UNLESS OTHERWISE SPECIFIED. UNLESS OTHERWISE SPECIFIED.
DIMENSIONAL TOLERANCES ARE: ALL DINENSIONS ARE GIVEN
[aX) +0.05 [ 1.31 [.XXX) +0,010 [0.25]
[.XX) +0.02 10.51 ANGLES + 5° IN INCHES., THIRD ANGLE PROJECTION.
g |12-21-08/TMsA ADDED NOTE 3 MATERIAL TABLE 6B03038B | 8 PONET TNT | MAT L o NONE
DATE DRAWING NO. one
7 [06/29/01| LGG UPDATED DIM FOR WEB & ADDED REF . GB0303BB 7 tlr2as92 SEE NOTE 3
Ere GBO303BB| A
REV DATE BY CHK DESCRIPT ION ECN - R CuUsT SUP Q.C. size
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