Distributor of JKL Components Corporation: Excellent Integrated System Limited
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Excellent Integrated System Limited
Stocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:

JKL Components Corporation
1728

For any questions, you can email us directly:

sales@integrated-circuit.com
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JKL LAMP | VOLTS | AMPS | MSCP | LUMENS | AVERAGE |FILAMENT
NUMBER |RATED | +10% | +25% | +25% | LIFEHRS.| TYPE
1728 14 | .060 | .010 0.13 3,000 C-2R
2169 25 | .350 | .200 2.51 20,000 C-2R
2140 25 | .350 LENS END 20,000 C-2R
1738 2.7 | .060 | .040 0.50 6,000 C-2R
2200 50 | .060 | .050 0.63 100,000 C-2R
3151 50 | .060 | .150 1.89 5,000 C-2R
2203 50 | .115 | .150 1.89 40,000 C-2R
1730 6.0 | .040 | .030 0.38 10,000 C-2v
1784 6.0 | .200 | .630 7.92 1,000 C-2R
2180 6.3 | .040 | .030 0.38 20,000 C-2F
1739 6.3 | .075 | .230 2.89 1,000 C-2R
8350 6.3 | .150 | .450 5.66 3,000 C-2R
2181 6.3 | .200 | .400 5.03 50,000 C-2F
2112 6.3 | .200 | .550 6.91 5.000 C-2R
2178 8.0 | .085 | .150 1.89 25,000 Cc-2V
1869 10.0 | .014 | .004 0.05 50,000 C-2F
2107 10.0 | .040 | .080 1.01 30,000 C-2F
2174 12.0 | .040 | .120 1.51 10,000 C-2F
2182 14.0 | .080 | .300 3.77 50,000 C-2F
1705 14.0 | .080 | .500 6.29 2,500 C-2F
2162 14.0 | 100 | .500 6.29 50,000 C-2F
2102 18.0 | .040 | .150 1.89 10,000 C-2F
2176 240 | .050 | .500 6.29 2,000 C-2F
2185 28.0 | .040 | .200 2.51 50,000 C-2F
2187 28.0 | .040 | .300 3.77 25,000 C-2F
1764 28.0 | .040 | .340 4.27 4,000 C-2F
1749 28.0 | .060 | .340 4.27 25,000 C-2F
8361 28.0 | .065 | .650 8.17 5,000 C-2F
1918 32.0 | .040 | .340 4.27 20,000 C-2F
FW48 48.0 | .020 | .120 1.51 5,000 C-2F

NOTES:
1. GLASS ENVELOPE TO BE TIPLESS AND SEAMLESS.
2. LEAD WIRES TO BE TINNED DUMET.
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