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1.25A Miniature, Adjustable, Step-Down DC-DC Converter
for RF Power Amplifiers
General Description
The LM3210 is a DC-DC converter optimized for powering RF
power amplifiers (PAs) from a single Lithium-Ion cell. How-
ever, it may be used in many other applications. It steps down
an input voltage in the range from 2.7V to 5.5V to an ad-
justable output voltage of 0.5V to 3.6V. Output voltage is set
by using a VCON analog input to control power levels and ef-
ficiency of the RF PA.

The LM3210 offers superior performance for mobile phones
and similar RF PA applications. Fixed-frequency PWM oper-
ation minimizes RF interference. A shutdown function turns
the device off and reduces battery consumption to 0.01 µA
(typ.).

Only three small external surface-mount components, an in-
ductor and two ceramic capacitors, are required.

Notice: This document is not a full datasheet. For more
information regarding this product or to order samples
please contact your local National Semiconductor sales
office or visit http://www.national.com/support/dir.html

Features
■ Operates from a single Li-Ion cell (2.7V to 5.5V)

■ Adjustable Output Voltage (0.5V to 3.6V)

■ Fast Output Voltage Transient (0.5V to 2.7V in 30 µs max)

■ 1.25A Maximum load capability

■ High Efficiency

■ Current Overload Protection

■ Thermal Overload Protection

Applications
■ Cellular Phones

■ Hand-Held Radios

■ RF PC Cards

■ Battery Powered RF Devices

Typical Applications
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For detailed datasheet or samples, please contact National Semiconductor sales.

Pin Identification

30024956

Package Mark — Top View

Order Information

Order Number Package Marking (Note) Supplied As

LM3210TLE XVS/55 250 units, Tape-and-Reel

LM3210TLX XVS/55 1000 units, Tape-and-Reel

Note: The actual physical placement of the package marking will vary from part to part. The package marking “X” designates the date code. “V” is an NSC internal
code for die traceability. Both will vary in production. “S” designates device type as switcher and “55” identifies the device (part number).
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Notes
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For more National Semiconductor product information and proven design tools, visit the following Web sites at:

Products Design Support

Amplifiers www.national.com/amplifiers WEBENCH® Tools www.national.com/webench

Audio www.national.com/audio App Notes www.national.com/appnotes

Clock and Timing www.national.com/timing Reference Designs www.national.com/refdesigns

Data Converters www.national.com/adc Samples www.national.com/samples

Interface www.national.com/interface Eval Boards www.national.com/evalboards

LVDS www.national.com/lvds Packaging www.national.com/packaging

Power Management www.national.com/power Green Compliance www.national.com/quality/green

  Switching Regulators www.national.com/switchers Distributors www.national.com/contacts

  LDOs www.national.com/ldo Quality and Reliability www.national.com/quality

  LED Lighting www.national.com/led Feedback/Support www.national.com/feedback

  Voltage Reference www.national.com/vref Design Made Easy www.national.com/easy

PowerWise® Solutions www.national.com/powerwise Solutions www.national.com/solutions

Serial Digital Interface (SDI) www.national.com/sdi Mil/Aero www.national.com/milaero

Temperature Sensors www.national.com/tempsensors SolarMagic™ www.national.com/solarmagic

Wireless (PLL/VCO) www.national.com/wireless PowerWise® Design
University

www.national.com/training
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(“NATIONAL”) PRODUCTS. NATIONAL MAKES NO REPRESENTATIONS OR WARRANTIES WITH RESPECT TO THE ACCURACY
OR COMPLETENESS OF THE CONTENTS OF THIS PUBLICATION AND RESERVES THE RIGHT TO MAKE CHANGES TO
SPECIFICATIONS AND PRODUCT DESCRIPTIONS AT ANY TIME WITHOUT NOTICE. NO LICENSE, WHETHER EXPRESS,
IMPLIED, ARISING BY ESTOPPEL OR OTHERWISE, TO ANY INTELLECTUAL PROPERTY RIGHTS IS GRANTED BY THIS
DOCUMENT.

TESTING AND OTHER QUALITY CONTROLS ARE USED TO THE EXTENT NATIONAL DEEMS NECESSARY TO SUPPORT
NATIONAL’S PRODUCT WARRANTY. EXCEPT WHERE MANDATED BY GOVERNMENT REQUIREMENTS, TESTING OF ALL
PARAMETERS OF EACH PRODUCT IS NOT NECESSARILY PERFORMED. NATIONAL ASSUMES NO LIABILITY FOR
APPLICATIONS ASSISTANCE OR BUYER PRODUCT DESIGN. BUYERS ARE RESPONSIBLE FOR THEIR PRODUCTS AND
APPLICATIONS USING NATIONAL COMPONENTS. PRIOR TO USING OR DISTRIBUTING ANY PRODUCTS THAT INCLUDE
NATIONAL COMPONENTS, BUYERS SHOULD PROVIDE ADEQUATE DESIGN, TESTING AND OPERATING SAFEGUARDS.

EXCEPT AS PROVIDED IN NATIONAL’S TERMS AND CONDITIONS OF SALE FOR SUCH PRODUCTS, NATIONAL ASSUMES NO
LIABILITY WHATSOEVER, AND NATIONAL DISCLAIMS ANY EXPRESS OR IMPLIED WARRANTY RELATING TO THE SALE
AND/OR USE OF NATIONAL PRODUCTS INCLUDING LIABILITY OR WARRANTIES RELATING TO FITNESS FOR A PARTICULAR
PURPOSE, MERCHANTABILITY, OR INFRINGEMENT OF ANY PATENT, COPYRIGHT OR OTHER INTELLECTUAL PROPERTY
RIGHT.

LIFE SUPPORT POLICY

NATIONAL’S PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS IN LIFE SUPPORT DEVICES OR
SYSTEMS WITHOUT THE EXPRESS PRIOR WRITTEN APPROVAL OF THE CHIEF EXECUTIVE OFFICER AND GENERAL
COUNSEL OF NATIONAL SEMICONDUCTOR CORPORATION. As used herein:

Life support devices or systems are devices which (a) are intended for surgical implant into the body, or (b) support or sustain life and
whose failure to perform when properly used in accordance with instructions for use provided in the labeling can be reasonably expected
to result in a significant injury to the user. A critical component is any component in a life support device or system whose failure to perform
can be reasonably expected to cause the failure of the life support device or system or to affect its safety or effectiveness.
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