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Excellent Integrated System Limited
Stocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:

Amphenol RE
082-6093-RFX

For any questions, you can email us directly:

sales@integrated-circuit.com
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N BULKHEAD JACKS
Cable Cable Attachment Dimensions, inches (millimeters) Notes Mtg Military Amphenol Fi
RG-/U Outer | Inner a b ce. d e CAI| PIt. [ Ins.|Hole|  Number Number 9
405 (.085) S/R Solder | Solder | 1.26(32.2)"| .866(22.0) | .086(2.2) |.866(22.0) | .255(6.5) [C9 |P7 [D1 | — — 82-6096-RFX| 1
402 (141) S/R Solder | Solder | 1.26(32.2)*| .866(22.0) | .141(3.6) |.866(22.0) | .255(6.5) | C9 |P7 |D1 | — — 82-6097-RFX[ 1
401 (.250) S/R Solder | Solder | 1.26(32.2)*| .866(22.0) | .250(6.3) |.866(22.0) | .255(6.5) | C9 |P7 |D1 | — — 82-6162 1
8,213 Crimp | Crimp | 1.41(36.0)*| .866(22.0) | .165(4.2) |.866(22.0) | .255(6.5) | C11|P7 |D1 | — — 82-346-RFX | 2
174, 188, 316 Crimp | Crimp | 1.40(35.8)*| .866(22.0) | .126(3.2) | .866(22.0) | .255(6.5) | C11|P7 |D1 | — — 82-6093-RFX| 3
58, 141 Crimp | Crimp | 1.40(35.8)*| .866(22.0) | .210(5.3) 866(22.0) | .255(6.5) | C11|P7 |D1 | — — 82-5378-RFX| 4
N PANEL, ANGLE PANEL & BULKHEAD RECEPTACLES
. Terminal Dimensions, inches (millimeters) | Mtg Military Amphenol | _.
Description Type a b d - PIt. | Ins. Hole Number Number Fig.

Bulkhead Receptacle (Jack)
Front Mount, Hermetically Sealed

Solder Cup | 1.58(40.1) | .813(20.6) | .707(18.0) [ .209(5.3) | P34 |[D11 | U | M39012/04-0001| 82-369 | 5
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