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Excellent Integrated System Limited
Stocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:

CTS Electronic Components
7606-501NLF

For any questions, you can email us directly:

sales@integrated-circuit.com
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NOTES:

1. TUSONIX STANDARD PART NUMBER: 7606-501N.

TUSONIX RoHS COMPLIANT PART NUMBER: 7606-501N LF.

CUSTOMER MUST SPECIFY STANDARD OR RoHS PART NUMBER WHEN ORDERING.
LEAD FINISH: MATTE TIN.

PLATE MATERIAL: .040" [1.02] COPPER ALLOY, MATTE TIN FINISH.

PART MARKING: TRADEMARK, PART NUMBER, DATE CODE, AND UL RECOGNITION:
WHITE INK. RoHS PART: GREEN INK DOT.
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5. MAX. SOLDERING TEMPERATURE 500°F [260°C].
6. BLOCK MOUNTING: RECOMMENDED MOUNTING SCREWS
(# 8 PAN HEAD). TORQUE 4.5-5.5 in. Ibs. [0.51-0.62 Nm] MAX.
7. MOLDED MATERIAL: HIGH TEMPERATURE THERMOPLASTIC (PBT), UL RATED 94 V-O.
8. U.L. FILE NO. E201344.
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