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SFP+ SOLDERING PINS CAGE
(P/N: U77-A163X-X001
IF ORDERED SEPERATELY)

SFP+ PRESS FIT CAGE
(P/N: U77-1163-2010P
IF ORDERED SEPERATELY)

MATERIAL:

CAGE: COPPER ALLOY.

  PLATING:(SEE PART NUMBER FOR OPTION)
    OPTION1:100µ" [2.54µm] MIN. BRIGHT TIN PLATING OVER 50 
µ" (1.27 µm)MIN. NICKEL UNDER PLATING.(BRIGHT TIN 
TEMPERATURE 230 C MAX.).
    OPTION3:100µ"[2.54 µm] MIN. MATTE TIN PLATING OVER 50 
µ" (1.27 µm)MIN. NICKEL UNDER PLATING.(MATTE TIN 245 C 
MAX. IN 10 SECONDS OF PEAK TIME, )

LIGHT PIPE: CLEAR POLYCARBONATE.

LIGHT PIPE BRACKET: STAINLESS STEEL.

PACKAGING: TRAY PACKAGING.

TEMPERATURE RANGE:  -40°C TO 85°C.

3 = MATTE TIN PLATING

1 = TRAY PACKAGING

1 = BRIGHT TIN PLATING

1

CAGE PLATING:

 0 0 
PACKAGING:

AMPHENOL PART NUMBER CONFIGURATION

U 7 7 - C 1 6 1 X - X
SOLDER TAIL HEIGHT:
3 = 3.2 mm(SEE DIM"X" )
4 = 1.8 mm(SEE DIM"X" )
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 14.25 

14.00±0.10

15.0116.26
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1.60
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45.48

14.98PACKAGING:

SOLDER TAIL HEIGHT:

1 = TRAY PACKAGING

CAGE PLATING:
1 = BRIGHT TIN PLATING3 = 3.2 mm(SEE DIM"X" )
3 = MATTE TIN PLATING4 = 1.8 mm(SEE DIM"X" )

AMPHENOL PART NUMBER CONFIGURATION

U 7 7 - A 1 6 3 X - X 0 0 1
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14.00±0.10
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(SEE NOTE 1)
BSC

 B

X

THIS AREA DENOTES
COMPONENTS KEEP-OUT
(TRACES ALLOWED)

ZX S

M X SZ

CROSS-HATCHED AREA
DENOTES COMPONENT AND
TRACE KEEP-OUT
(EXCEPT CHASSIS GROUND)

0.1
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M YX0.1
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0.1 M
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DETAIL C 
SCALE 6 : 1
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±0.10
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NOTES:
DATUM AND BASIC DIMENSIONS ESTABLISHED BY CUSTOMER.1.
PADS AND VIAS ARE CHASSIS GROUND.2.
THRU-HOLES PLATING OPTIONAL.3.
SEE DRAWING P-U76-A20-X00XX FOR CONNECTOR LAYOUT.4.
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