Distributor of Harwin Inc.: Excellent Integrated System Limited
Datasheet of H3153-01 - CONN SOCKET PCB FOR 0.5MM PIN
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com
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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Harwin Inc.
H3153-01

For any questions, you can email us directly:

sales@integrated-circuit.com
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DRAWING No.: H3153-XX SHEET 2 OF 2| 1F InDousT - Ask | (© | NOT TO SCALE | THIRD ANGLE PROJECTION ALL DIMENSIONS IN mm
3.61 MAX
3.15 MIN
<—>|— 0.43 MAX
o
?5 — @0.40
@145 MAX G110 —-—-—-EE ———————— ] — 34— B0.99 MAX
A SECTION X-X

SPE(TZEEICATION, ORDER CODE:

MATERIAL : -

CONTACT SHELL = BRASS H3153-XX

CONTACT CLIP = BERYLLIUM COPPER FINISH: T

FINISH (ALL OVER NICKEL): :

01 = 0.1y GOLD CLIP, 4y TIN OVER NICKEL SHELL 01 = GOLD CLIP, TIN SHELL wse | 13 Joa. 11 1q] 12661

05 = 0.1y GOLD CLIP, 0.15y GOLD SHELL 05 = GOLD CLIP, GOLD SHELL —
ELEC%R?C“ 100% TIN CLIP, 4p 100% TIN SHELL 46 = 100% TIN CLIP, 100% TIN SHELL NAME]1SS.| DATE JC/NOTE

gUSgEN} SA}IN% A} ggg H 2A7D;AX APPROVED: M.PERREN

URRENT RATING A = 1, T5A MAX y

CONTACT RESISTANCE (INITIAL) = 15mQ) M CHECKED: _ M.PLESTED

COgTACT $E3|$TANCE (AFTER COND|T|0N|NG) 25mQ) MAX NOTES: DRAWN: J.CLAY

B s F 1N SH = 500 OPERATIONS I. RECOMMENDED PIN LENGTH = 3.15mm MAX CUSTONER REF -
ENC?RBmmAE 50 OPERATIONS. 2. RECOMMENDED MOUNTING HO%E SIZE = @1.00 - 1.10mm

: o o 3. RECOMMENDED PIN SIZE = @0.46 - 0.5Imm

OPERATING TEMPERATURE = -55°C TO +125°C ASSEMBLY DRG-
FOR COMPLETE SPECIFICATION, SEE COMPONENT 4. CONTACT DEPRTH = 2.30mm.
SPECIFICATION CO06XX (LATEST ISSUE).
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