Distributor of Dialight: Excellent Integrated System Limited
Datasheet of 5219672F - LED RED DIFF 4.8MM ROUND T/H
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

"
punnam|
L

ectronic components

-

Excellent Integrated System Limited
Stocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:

Dialight
5219672F

For any questions, you can email us directly:

sales@integrated-circuit.com


http://www.integrated-circuit.com/manufacturers/Dialight.html
http://www.integrated-circuit.com/manufacturers/Dialight.html
http://www.integrated-circuit.com/tag/5219672F.html
http://www.integrated-circuit.com/tag/5219672F.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com

T = £ = Distributor of Dialight: Excellent Integrated System Limited

=i = e

= T = .= Datasheet of 5219672F - LED RED DIFF 4.8MM ROUND T/H

= s m a2 =

LUMINOUS INTENSITY] FORWARD VOLTAGE | REVERSE CURRENT [REV ] EcN No | REVISIONS [oRN TckD TAPP | DATE
PEAK EMISSION DOMINANT VIEWING - N - N - .
prnthiSHE | IO B LENS I TAVELENGTH | WAVELENGTH [aNGLE (DEG)| (€Y OJfot 1O mAi| (VD01 20 mAi (WA @ Ny 2 5 Vi (A= NEW RELEASE [k WD D.]i-1-69
(am) (om) ® 12 MIN_ | TP TP [ WAX WAX A
521-9672F | RED DIFFUSED 635 623 60 19 60 2.0 2.6 100
521-9673F | YELLOW DIFFUSED 585 588 60 3.0 2.6 2.1 2.6 100
521-96T4F | GREEN DIFFUSED 565 569 60 12.6 40 2.1 2.6 100
o " =
o 4 .
AL ATHODE
o ~ -
F — Tl) 100 _NOM
e i2,54)
V. se€wote 2
— =040 MAX 020002
{1,021 10,5140, 05)
NOTES: SQ TYP
REF

I. DIE: GaAsP/GaP (RED & YELLOW)
GaP (GREEN)

2. LEAD SPACING MEASURED NEAR EPOXY PACKAGE.

3. PIN NUMBERS FOR REFERENCE ONLY, DESIGNATION NON-EXISTENT ON PART.
4. DIALIGHT PART NUMBERS: 521-9672F, 521-9673F, 521-9674F

. THIS ASSEMBLY CONTAINS ELECTROSTATIC DISCHARGE SENSITIVE DEVICES

(ESDS). MAINTAIN ALL PRECAUTIONARY MEASURES DURING ASSEMBLY,
HANDLING, AND STORAGE [N ACCORDANCE WITH IPC-A-610.

o

RoHS COMPLIANT 521-967XF

Part Numbers with the "F" suffix ending are RoHS Compliant.
Packaging is marked with "RoHS Compliant" label or equivalent
markings. Parts can be wave soldered, dip soldered or hand
soldered using typical lead-free soldering process with max
260°C temp. for 5 sec.

THIS DRAWING AND THE CONTENTS HEREIN ARE CONFIDENTIAL AND
THE SOLE PROPERTY OF DIALIGHT. REPRODUCTION OF THIS DRAWING

ABSOLUTE MAXIMUM RATINGS AT 25°C AMBIENT

CHARACTERISTIC ['RED DIFFUSED [YELLOW DIFFUSED] GREEN DIFFUSED | UNITS
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OR CONSTRUCTION OF ANY PARTS WITHIN THIS DRAWING ARE
FORBIDDEN WITHOUT THE WRITTEN CONSENT OF DIALIGHT,

POWER DISSIPATION 100 60 100 o oL DUCS e (HEUES L -

CONTINUOUS FORWARD CURRENT 30 20 30 mA LED SCHEMATIC LSS Shitamse seecirieo C-17635 A

PEAK_FORWARD CURRENT (1/10 DUTY CYCLE, 0.1 ms PULSE WIDTH) 120 80 120 wA FRACTIONS: £1/64 e

DERATING LINEAR FROM 50°C 0.4 0.25 0.4 mA/°C oL Lo E.02 SMM LED, DIFFUSED FLANGELESS

REVERSE VOLTAGE 5 v A ATTENTION: DECIMALS {JAXk): 0005 [WATERTAL i

SOLDERING TEMPERATURE (.063 IN. FROM BODY FOR 5 SEC) 260 °C OBSERVE PRECAUTIONS FOR FINISH T

OPERATING TEMPERATURE 55 10 +100 °C \ HANDLING ELECTROSTATIC . DIOlIghT 1501 ROUTE 34 SOUTH

STORAGE TEMPERATURE 755 70 +100 C SENSITIVE DEVICES . FARMINGDALE, NJ 07727
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