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IALIGHT LED COLOR REV | ECN NO REVISIONS DRN [CKD [ APP | DATE
PART NUMBER [ posITION 1 POSTTION 2 A — NEW RELEASE TWCN.0.[ TC [6-7-06
o 08 RoHS COMPLIANT 553-07XXF ADDED P/N'S 553-0715F,553-0745F ;
553-0701F *% BLANK s+ RED / GREEN Part Numbers with the "F" suffix ending are RoHS Compliant. B | — REMOVED REV TABLE, ADDED METRIC [KLJ[N.O.|MES [12-3-08|

553-0704F 3 BLANK #% YELLOW / GREEN gor example: 553-0744F R s ¢ i lobel , DIMENSIONS, REMOVED NOTE 2.
ckagin ked with "RoHS Compliant" label or equivalen JE— ~5-
553-0711F RED / GREEN RED / GREEN m:rhg;sg l;:r,;‘:rc:n :é wave solde?gdmdlp soldered o? hande ¢ ADDED PIN'S 8530151, 553-07547 | KL |V b, | 1=5 -6
553-0714F RED / GREEN YELLOW / GREEN ;gll)dér:d usn‘\griépizsl lead-free soldering process with max
emp. fo .

553-0715F RED / GREEN RED / YELLOW
553-0740F | YELLOW / GREEN i+ BLANK 3%
553-0741F | YELLOW / GREEN | RED / GREEN
553-0744F | YELLOW / GREEN | YELLOW / GREEN

553-0745F | YELLOW / GREEN | RED / YELLOW 170 REF 103 320 REF
553-0751F | RED / YELLOW | RED / GREEN {4,321 ‘ {2,621 8,131
553-0754F | RED / YELLOW | YELLOW / GREEN HOUS ING
¢t;|8010|0 POS. 1 4
+0,25] —
} TYP REF .
380
{9,65] [5 os]
NOTES: REF
| CATHODE
I. LEADS TO FIT INTO HOLES SPACED AS PER PATTERN. i._ 1.D. -—-1-pos. 2
2. LED LEAD DIMENSIONS SHOWN ARE MEASURED AT HOUSING EXIT.
3. PIN NUMBERS FOR REFERENCE ONLY, DESIGNATION NON-EXISTENT ON PART.
4. DIALIGHT PART NUMBERS: 553-0TXXF %0 YELLOW CATHODE 145k 01
' FOR Y/G B1-COLOR [3.68£0,25]
5. THIS ASSEMBLY CONTAINS ELECTROSTATIC DISCHARGE SENSITIVE DEVICES RED CATHODE FOR ' !
(ESDS). MAINTAIN ALL PRECAUTIONARY MEASURES DURING ASSEMBLY R/G & R/Y BI-COLORS
HANDLING, AND STORAGE IN ACCORDANCE WITH [PC-A-610 |<__ 020 S0.
—].100 |j—o (0,5
{2,541 s 100 TYPREF
@ .043£.002 14,45) {2,541
i, 0910 051
| | TYP (4 PLCS)
OPERATING CHARACTERISTICS AT 25°C AMBIENT
LUMINOUS |  LUMINOUS  |FORWARD VOLTAGE [REVERSE|  DOMINANT PEAK  |VIEWING - -
INTENSITY|  INTENSITY @l = 20 mA |CURRENT| WAVELENGTH |WAVELENGTH| ANGLE
LED COLOR ) (om) 100002
TEST (med) ) (WA (nm) (DEG) (g 02
CONDITION Py Tvp [wAx | TYP_ | WAX | WAX | WiN[TYP [WAX| v v Pl 002 T S
R/G DIFFUSED | RED |I¢ = I0mA| 2.5 |4.7| 15 | 2.0 2.8 100|630 ] 635 640 635 60
BI-COLOR LED [GREEN | I = IOmA|3.7[10.0] 20 | 2.1 2.8 100|563 | 569 | 572 565 60 RECOMMENDED HOLE PATTERN GAUGE
Y/G DIFFUSED | YELLOW [1r = lomA| 2.5 4.3| 5 | 2.1 2.8 100 | 583 | 586 | 589 585 80
B1-COLOR LED | GREEN |Ir = lomA[2.5[6.3| 15| 2.1 2.8 100 | 563569572 565 80
R/Y DIFFUSED | RED [If = 20mA| 1.7[5.6|— 2.0 2.8 100 | — | — [— 630 80
THIS DRAWING AND THE CONTENTS HEREIN ARE CONFIDENTIAL AND
B1-COLOR LED | YELLOW [ Ir = 20mA| 1.7 (5.6 [— | 2.1 2.8 100 [—|—[— 585 80 ATTENTION: TREOSOLC:OPR%P:CRT%?f rmmem RspnsuucTTwousoDrR THIS DRAWING
INSTRUCT | OF ANY PART: HIN THI WING ARE
mﬁsmﬁéqr“ngsn?“:g FORBIDDEN WITHOUT THE WRITTEN CONSENT OF DIALIGHT.
ABSOLUTE MAXIMUM RATINGS AT 25°C AMBIENT |-/ BI-COLOR| Y/G BI-COLOR | R/Y BI-COLOR | .\ 1o SENSITIVE DEVICES | ScALE: 5.000 __ [DRAWING NUMBER REV
RED | GREEN | YELLOW | GREEN | RED | YELLOW [ AL DI ¥ THCHES 0o | C-17409 C
POWER DISSIPATION 100 | 100 60 100 100 60 W e Shhtamse seecirie
CONTINUOUS FORWARD CURRENT 30 30 20 30 30 20 mA S FRACTIONS: %1764 TTTLE 3om B1
. ! “LEVEL CBI
PEAK F 120 0 120 120 0 A PIN 2,4 PIN 1,3 DECIMALS (.XK): %.02 mm
DERATEOE\’IIﬁﬁRElY]R?;g; 50°C 024 :)23 0825 024 e s GRY CATHODE FOR R/G RED CATHODE FOR R/G s Laen: L0 | RoHs COPLIMNT
: : : : L GRN CATHODE FOR Y/6 YEL CATHODE FOR Y/G AGLES: 43 [FATERTAL
REVERSE VOLTAGE 5 v YEL CATHODE FOR R/Y }— RED CATHODE FOR R/Y IR
STORAGE TEMPERATURE 55 10 +100 °C N ' iyl 1501 ROUTE 34 SOUTH
OPERATING TEMPERATURE 55 10 +100 °C BI-COLOR LED SCHEMATIC : DlO“ghII FARMINGDALE, Ny 07127
SOLDERING TEMPERATURE, FOR 5 SEC 260 °C Fsov 83330  [TmEr T or T ey meLE:
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