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Excellent Integrated System Limited

Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Waurth Electronics Midcom
750311598

For any questions, you can email us directly:

sales@integrated-circuit.com
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CUSTOMER TERMINAL koHs | LEAD(Pb)—FREE |
Sng6%, Ag4% Yes | Yes P —
= O
DOT LOCATES TERM. #1 = e
Nidcom WURTH ELEKTRONTK
TERM. NO.’s FOR REF. ONLY - "[5:: ‘“ﬁx‘ N " N
\ b 8 ELECTRICAL SPECIFICATIONS @ 25°C unless otherwise noted:
e I PARAMETER TEST CONDITIONS VALUE
= = 1 D.C. RESISTANCE 1-3|  tie(1+2, 3+4), €20°C 0.030 ohms max.
% é 14 “BES i DC. RESISTANCE 7-12 | tie(748+9, 10+11+12), @20°C|  0.0080 ohms max.
31 IE D.C. RESISTANCE 5-6 20°C 0.060 ohms max.
i I I INDUCTANCE 1-3 m‘&i“f«?m?&? Is B.3uH £10%
LOT CODE & DATE CODE SATURATION CURRENT 20% rolloff from initial 9.0A
tie(1+2, 3+4,
AREA REPRESENTS LEAKAGE INDUCTANCE 1-3 7+8+9+10+11+12), 300nH typ.
r TERMINAL PAD DIMENSIONS 250kHz, 100mVAC, Ls
a
D ] DIELECTRIC 1-12 "“‘;,%ngal 10411+12), 1500VAC, 1 minute
20-48V o3 3 TURNS RATIO (1-3)(12-9) 21, 1%
12V 02.50 TURNS RATIO (1-9):(11-8) 21, %
TURNS RATIO (1-8):(10-7) 21, %
® - TURNS RATIO 1-3):(5-8) 251, +1%
D 11800 T (1-3):(5-8)
10v [3.00] TURNS RATIO (1-3):(2-4) 11, 1%
®
Application of the transformer allows for the GUSTOMER TO DETERMINE LAND LAYOUT

fellowlng groups of wires fo solder bridge:
1&2, 3&4, 10&11&12, and 7&8&9.

GENERAL SPECIFICATIONS:
OPERATING TEMPERATURE RANGE: —40°C to +1256°C.

Method: Tape & Reel

Tolerances unless otherwise specified: DRAWING TITLE PART NO.
PKG-O“7
88 B717 | ww .com/midc
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