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Click to view price, real time Inventory, Delivery & Lifecycle Information:

Laird Technologies - Signal Integrity Products
29F0418-1SR
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oo 20F0418-1SR-10  weommue

A 6.10 [.240] * 0.13 [.005]

B 450 [.177] * %’?g %‘885’& ELECTRICAL CHARACTERISTICS:

- 010 [. Z ® 100MHz DCR
B 7.04 [.277] *  MAX (Q) (Q) oot
C 419 [165] *0.10 [.004] Nominal 119
Cl 4.83 [190] £  MAX Minimum 90
D 2.24 [.088] * 0.08 [.003] Maximum | 149 0.01 6,000 mA
E 1.27 [.050] * 0.13 [.005]

NOTES: UNLESS OTHERWISE SPECIFIED
1. TAPED AND REELED per CURRENT EIA SPECIFICATIONS
13" REELS, 900 PCS/REEL.

2. COMPONENTS SHOULD BE ADEQUATELY PREHEATED
BEFORE SOLDERING.

WIRE_DIMENSIONS:
T 2.16 [.085] T 0.25 [.010]
T2 0.50 [.020] *  TYP.
+

T3 0.25 [.01 O] TYP.
3. REF. CARRIER TAPE SPECIFICATION # CART 418-13.
4. TERMINATION FINISH IS 100% TIN.
LAN?E:ATTERNS FOR REFLOW SOLDERING RECOMMENDED SOLDERING CONDITIONS
|zl . R, AND X vs. FREQUENCY [(‘]50]#_" .1 Lo2 REFLOW SOLDERING
[.040] 250 PRE-HEATING SOLDERING NATURAL
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HP 4396A Network/Spectrum Analyzer
HP 43961A Impedance Test Kit, HP 16192A Test Fixture
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