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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Bourns Inc.
SDR1030-100M

For any questions, you can email us directly:

sales@integrated-circuit.com
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Features Applications
W Available in E6 values m Input/output of DC/DC converters
| Current rating to 3.0 amps m Power supplies for:
m 3.0 mm height « Portable communication equipment
- o Camcorders
W RoHS compliant . LCD TVs
o (Car radios
BOURNS® SDR1030 Series - SMD Power Inductors
Electrical Specifications General Specifications
Test Voltage.......ccccovvveiiiiiciiiinen, 0.1V
Inductance 100 kHz| . Test SIB: a‘:f 'N'I'::(S 'Tsat Reflow Soldering ...230 °C, 50 sec. max.
Bourns Part No. WH) | Tol.% | TP "m"'fz';cy (MIH.Z) @ A (‘2;' Operating Temperature ..-40 °C to +125 °C
(Temperature rise included)
SDR1030-2R7M 2.7 +20 13 7.96 736 | 0.028 | 3.00 4.20 Storage Temperature..-40 °C to +125 °C
SDR1030-4R7M 4.7 + 20 13 7.96 49.5 | 0.040 | 2.60 3.50 Resistance to Soldering Heat
SDR1030-6R8M 6.8 +20 15 7.96 38.1 | 0.052 | 2.20 2.80 | e 260 °C for 10 sec.
SDR1030-100M 10.0 +20 15 2.52 33.1 | 0.064 | 2.00 2.40 Materials
SDR1030-150M 15.0 +20 18 2.52 257 | 0100 | 1.65 1.85 .
SDR1030-220M 220 | +20 | 20 252 | 223 | 0145 | 138 | 1.60 \?V?rf .............'.'........I.E.ﬁ.e.l.r.ﬁ.é.l.lé"ci.'(;.c;b.;.)élr:?/\:ir::ee 1%3
SDR1030-330M 33.0 +20 16 2.52 16.4 0.220 1.10 1.25 Terminal cocc.eeeveeveeeeeeeeeeeeeeeeeee Cu/Sn
SDR1030-470M 47.0 +20 10 2.52 142 | 0270 | 0.96 1.10 Rated Current
SDR1030-680M 68.0 + 20 12 2.52 12.2 | 0.360 | 0.82 0.90 | e Ind. drop 10 % typ. at Isat
SDR1030-101K 100.0 | +10 14 0.796 9.3 | 0540 | 0.70 0.75 Temperature Rise .................. 30 °C max.
SDR1030-151K 1500 | +10 | 23 0.796 7.9 | 0700 | 0.60 0.58 ) at rated Irms
SDR1030-221K 2200 | =10 23 0.796 6.2 | 1.150 | 0.46 0.48 Packaging .................. 1000 pcs. per reel
SDR1030-331K 330.0 | =10 25 0.796 5.1 1.700 | 0.38 0.40
SDR1030-471K 470.0 | =10 20 0.796 3.8 | 2250 | 0.28 0.32 e e DT e T
SDR1030-681K 680.0 | +10 18 0.796 32 | 3.300 | 0.23 0.27
SDR1030-102K 1000.0 | =10 42 0.252 2.5 4.700 | 0.20 0.23 4_(;&?*—:8132)_.
Electrical Schematic Recommended Layout \Q

_________ 10.0+0.3

————————— 2.8
m T 24 -
REF. (1 O)T—o‘ - oo - (-394 = .012)

_r 3003
{118 = 012)

MM

DIMENSIONS: — ™
(INCHES)

*RoHS Directive 2002/95/EC Jan 27, 2003 including Annex.
Specifications are subject to change without notice.
Customers should verify actual device performance in their specific applications.
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SDR1030 Series - SMD Power Inductors BOURNS®

Packaging Specifications
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Specifications are subject to change without notice.
Customers should verify actual device performance in their specific applications.
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