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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Lumex, Inc.
SSL-LX5093XRC/4

For any questions, you can email us directly:

sales@integrated-circuit.com
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PART NUMBER REV.

SSL—LX5093XRC/4 D

REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE

A | REMOVED XRC/4. 5.20.94
8 E.C.N. #10279. 11.25.96
C | E.C.N. #10BRDR. & REDRAWN IN 3D. 5.18.01
D E.C.N. #11148 10.30.06

ELECTRO—OPTICAL CHARACTERISTICS TA=25'C 1f=20mA

PARAMETER MIN P MAX UNITS  TEST COND

PEAK WAVELENGTH 660 nm

FORWARD VOLTAGE 1.7 22 \%3

REVERSE VOLTAGE 40 Vr lp=100pA

AXIAL INTENSITY 2500 med 1="20mA

VIEWING ANGLE 20 2x theta

EMITTED COLOR: RED

EPOXY LENS FINISH: WATER CLEAR

LIMTS OF SAFE OPERATION AT 25°C

PARAMETER MAX UNITS

PEAK FORWARD CURRENT* 150 mA

STEADY CURRENT 30 mA

POWER DISSIPATION 100 mW

DERATE FROM 25'C -12 mW/'C

OPERATING, STORAGE TEMP. -40T0 +85 ‘'

SOLDERING TEMP. + 260 ‘¢

2.0mm_FROM BODY 3 SEC. MAX
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CONFIDENTIAL INFORNATION - HELE
REV. PART NUMBER THE INFORMATION CONTANED IN THES DXGONENT 1S THE PROFERTY OF Aaame N 606976 o
LUMEX ING. EXOEPT AS SPECFKALLY AUTHORZED IN WRTING BY LUN FHONE: +1.847.359.2790
D SSL—LX5093XRC/4 ING, THE HOLDER OF THS DOCUVENT SHALL KEEP ALL INFORUATION : +1.847.359.
CONTANED HEREIN CONFIDENTIAL AND SHALL PROTECT SAME IN WHALE (R UsS WEB: www.lumex.com
IN PART FROM DSCLISURE AND DISSENINATION TO ALL THRD PARTIES. TW WEB: www.lumex.com.tw
T-Smm (T-1 3/4) 660nm SUPER RED LED, QR MANY VEARS OF DPea e nusmon nacae rae | DFRAWN BY: [ CHECKED BY: [APPROVED BY: g::I;EE:- 1 ?,sog.czs
WATER CLEAR TAPERED LENS. SO o B NN T YouR SCADERNG FROGESS m SCALE:  N/A
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