Distributor of Lumex, Inc.: Excellent Integrated System Limited
Datasheet of SSL-LXA228ID - LED RED DIFFUSED AXIAL
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

"
punnam|
L

-

ectronic components

Excellent Integrated System Limited
Stocking Distributor
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Lumex, Inc.
SSL-LXA228ID

For any questions, you can email us directly:
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DATE REMISIONS REV DRAWING NUMBER REV
11-5-97 E.CN. #10BRDR./ A SSL—LXAZ228ID A
ELECTRO—OPTICAL CHARACTERISTICS Ta=25C |y =20mA
PARAMETER MIN P MAX  UNTS  TEST COND
PEAK WAVELENGTH 635 (RED) nm
FORWARD VOLTAGE 2.0 2.8 Ve
REVERSE VOLTAGE 5.0 Ve 1e=100uA
AXIAL INTENSTTY 25 med  lr=20mA
VIEWING ANGLE 50 2x theta
EMITTED COLOR: RED
2.50[0.098] EPOXY LENS FINISH: RED DIFFUSED
7.00 MIN. [0.276] |— —| 7.00 MIN. [0.276] I——
l“ |_i ‘ LIMITS OF SAFE OPERATION AT 25'C
T ( * :’ 1= 2.00[0.079] PARAMETER MAX UNITS
0.40[0.016] / J i
PEAK FORWARD CURRENT* 160 A
ANODE 0.50[0.020] STEADY CURRENT 30 A
POWER DISSIPATION 100 mwW
DERATE FROM 25°C —1.2 mw,/"C
OPERATING, STORAGE TEMP. -40 TO +85 ¢
190 DIA. [0.075] | SOLDERING TEMP. +260 2 ef ax
f Y * £<10pS
2.800.110] i l 2.00[0.079] p
L J T
J 0.16[0.006]
1.40[0.055]

UNLESS OTHERWISE SPEGIFIED TOLERANGE IS +.25mm (+0,0107)

RELABILITY NOTE

OUR MANY YEARS CF EXPERIENCE DATA ACCUMULATION INDICATE
THAT SOLDER HEAT IS A MAJOR CAUSE OF EARLY AND FUTURE
FAILURE. PLEASE PAY ATTENTION TQ YOUR SGLDERING PROCESS.

®
298D E. HELLEN ROAD
PALATINE, ILLINOIS 60067
INCORPORNT ED (847) 359-2790
CONFIDENTIAL IN FORMATION
THE INFORNATION GCONTANED N THIS DOCUMENT IS THE PROPERTY OF LUMEX NCARPORATED.
EXCEPT A5 BPECKFICALLY AUTHORZED IN WRITNG BY LUMEX INCORPORATED, THE HOLDER OF
THIS DOCUMENT SHALL KEEP ALL INFORMATION CONTANED HEREIN WHDENHN. AND SHALL PRATECT
SANE IN WHOLE OR IN PART FROM DISCLOSURE AND DISSEMINATION TO ALL THIRD PARTES.
DATE  1-2-97 DWN: CHK'D: APPD:
SCALE: N/A
T-2.5mm AXIAL LEAD LED,
RED DIFFUSED.
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