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TOP VIEW OF BOX
 

END VIEW OF ASSEMBLY
 

SIDE VIEW OF ASSEMBLY
 

BOTTOM OF LID
 

SIDE VIEW OF BOX
 

SECTION  B-B
 

SECTION  A-A
 

SIDE OF LID
 

SECTION  C-C
 

SECTION  D-D
 

Material Colour Part Number
Beige 1591MBG
Black 1591MBK
Blue 1591MBU
Grey 1591MGY
Black 1591MSBK
Grey 1591MSGY

Description Part Number

M3 - 0.5 x 10mm Screws 30-40 cN*m
#4 x 0.5 Screws 30-40 cN*m

PART NUMBERS 
1591M Enclosures

Accessories

PC Board Card Adapters See Accessories 
Section

GP ABS

FR ABS       
UL94 - V0

Recomended Torque on Fasteners (no lubrication)
GP ABS

Universal Use

Self Tapping Pkg of 100 1591TS100  
1591TS100BK ( Black)

Clear Lids - clear, flame retardant 
polycarbonate - Lid ONLY 1591LC

FR ABS Replacement Screws, Flat Head Phillips  
Nickel Plated Pkg of 100

1591MS100     
1591MS100BK (Black)
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22.00
[.866]

56.00
[2.205]

M3 X 0.5 - 6H x 5.75

71.00
[2.795]

42.20
[1.661]

2.07
[.082]

3.00
[.118]

84.80
[3.339]

2.00
[.079]

AVERAGE WALL THICKNESS

R4.00
[.157]

71.00
[2.795]

42.20
[1.661]

80.70
[3.177]

50.90
[2.004]

2.00
[.079]

4.00
[.157]

1591M

80.63
[3.175]

51.83
[2.041]

20.90
[.823]

Inner Box Height

77.44
[3.049]

Smallest Inside Dimension

48.64
[1.915]

Smallest inside Dimension

2.00
[.079]

15.75
[.620]

19.00
[.748]

3.90
[.154]

51.83
[2.041]

80.63
[3.175]

Note:
Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory       mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES Format.
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