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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Bel Fuse Inc.
131-6402-001

For any questions, you can email us directly:

sales@integrated-circuit.com


http://www.integrated-circuit.com/manufacturers/Bel-Fuse.html
http://www.integrated-circuit.com/manufacturers/Bel-Fuse.html
http://www.integrated-circuit.com/tag/131-6402-001.html
http://www.integrated-circuit.com/tag/131-6402-001.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com

Distributor of Bel Fuse Inc.: Excellent Integrated System Limited
Datasheet of 131-6402-001 - CONN PLUG GOLD SMC
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

electronic \_'umpnlhnh

e TEND TEM— Q) TEN— @ TEN— @ TEM @ DRAANG 80,
PART NUMBER | BODY NUT CONTACT INSULATOR | SPRNG CRINP_SLEEVE C - 131-8402-001/010
[131-64D2-001 | BRASS BRASS BERYLLIUM COPPER TEFLON BERYLLIUM COPPER COPPER 0 REVISIONS

OLD PL .00001 MIN OVER | COLD PL .00001 MN OVER |COLO PL .0G0D3 MIN OVER UNPLATED GOLD PL 00001 MN OVER

NICKEL PL .DDOGS MIN OVER| NICKEL PL 00005 MIN OVER| NCKEL PL 00005 M OVER NICKEL PL .00005 MIN QVER| ENGINEERING RELEASE

COPPER FL 00005 M COPPER_FL 00005 MIN R_PL 00005 MIN COPPER PL™.000D5 MIN 01 Jos-31-83]E & m:4-|z-ag
131-64D2-006 | BRASS BRASS schu.luu COP! PE TEFLON BERYLLIUM COPPER COPPER J ECO 23932

NICKEL PL .DDO1 MIN OVER | NICKEL PL .0001 MN QVER |COLD PL .0G0D3 MIN OVER UNPLATED NICKEL PL .0001 MIN OVER CHANGED® RF_LEAK 2.5 CHZ WAS 2

COPPER FL™.00005 MIN COPPER FL".00005 MIN uwcggéRPkL oooggsum OVER| COPPER PL™.000D5 MIN ngswggzskanum BOT 4" aND 7

1.100+-.030 :
ARDEG SRR FIMENIS%H
N 3 [ 114-08 -A;L._! 5279
N Z ©)
— ®
AN ®
=
7 /7 = __(:)
S N N
5
.2B1:- 010 156+- 010

—.219" '.OID_‘
NOTES: mg

1. SPECIFICATIONS:

?‘&‘3&“&&%%%’3 %10 oz CABLE STRIP DIMENSIONS

VSWR: 1.25 - .D4 F_[F N GHZ)
WORKING VOLTAGE: 250 VRMS MAX AT SEA LEVEL
DIELECTRIC WITHSTANDING VOLTAGE: 750 VRMS MIN AT SEA LEVEL
INSULATION RESISTANCE® 1000 MEGCHM
CONTACT RESISTANGE:
CENTER CONTACT - INITIAL G MILLIOHM MAX, AFTER
ENVIRONMENTAL B ILLIO‘IM MAX
OUTER CONDUCTOR - GOLD PLATED INITIAL 1MILLIOHM MAX,
AFTER ENVIRONMENTAL - NOT APPLICABLE
NCK[L PLATED INITIAL 2.5 MILLIOHM MAX
TER ENVIRONMENTAL - NO PLICABLE
BRAID TO BODY - INITIAL 1 MILLIOHM MAX¢GOLD PLATEDIZS MILLIOHM MAX ¢NICKEL PL)
AFTER ENVIRONMENTAL NOT APPLIC.
CORONA LEVEL: 185 OLTS MIN AI’ 70 000 FEET
INSERTION LOSS' .25 D8 M

RE LEARAGES 280 08 W AT 2.5
RF HIGH POTENTIAL WITHSTANDING VG.TAGE‘ 500 VRMS AT 4 AND 7 MHZ CUSTOMER DRAWINC
MECHANICAL:
ENGAGE/DISENGAGE TORQUE: 16 QUNCE-INCH MAX THIS DRAWING TO BE 'NTERPRETED
MATING TORQUE: 35-5D OUN PER ANSI Y 14.5M - 1982
COUPLING PROOF TOROUE: 10D OUNCE-NCH MIN .
COUPLING NUT RETENTION: 35 LBS Mi WLSTATION"
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E(A)E:I’Ec"':’:)((:RCRg‘F Size: 103 0000-1 COMPANY CONFIDENTIAL

NTA M JCIP/N 141 ™ TOLERANGE INIESS |
CABLE RETENTION: 10 LBS MN OR CABLE BREAKNG STRENGTH Ohemnes et | e o ONE lohnsonN oo 108
GURABILITY: 500 CYCLES Mi 1-0-87 : M e 0%
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