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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Bourns Inc.
2201-H

For any questions, you can email us directly:

sales@integrated-circuit.com
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High Current Toroid Inductors

Special Features 2200 Series
+ DC-DC converter, EMI filter applications L (uH) L (uH)
- Part +15% +15% o)
Low radiation Number @1KHz (A) @Ilrated Max.
* Low core loss 2201- 10 125 6.7
. . 2202- 12 12.0 7.9 0008 046 088  0.053
* High current capacity 2203 15 13 96 0008 046 088 0053
« Horizontal or vertical mount 2204- 18 10.8 1.3 0009 046 088  0.053
oL i 2205- 22 10.3 134 0010 046 088  0.053
ow Cos 2206- 27 98 16.0 001 046 088 0053
* Operating temperature -55 to +105°C M w7 me ot o4 osr oow
2209- 47 6.7 29.3 0024 045 087  0.042
Notes 2210- 56 6.4 34.1 0026 045 087  0.042
X . ] , 2211- 68 49 457 0046 044 086  0.034
Current to cause 30°C maximum temperature rse 2212- 100 44 64.0 0.056 0.44 0.86 0.034
i 2213- 120 3.3 84.4 0098 044 086  0.027
Add H or V mounting style after P/N 2214- 150 3.1 102.7 0.1 0.44 086  0.027
2215- 180 3.8 105.9 0075 048 0.9 0.034
2216- 220 36 125.6 0083 048 0.9 0.034
2217- 270 34 149.4 0092 048 0.9 0.034
2218- 330 3.3 176.8 010 048 0.9 0.034
2219- 390 25 235.3 018 046 088  0.027
2220- 470 2.3 275.9 019 046 088  0.027
2221- 560 2.2 320.1 021 046 088  0.027
2222- 680 2.1 377.2 023 049 091  0.027
2223- 820 2.0 4415 026 049 091  0.027
2224- 1000 1.9 521.3 028 049 091  0.027

Also available as RoHS compliant.
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