
Distributor of Sullins Connector Solutions: Excellent Integrated System Limited
Datasheet of PPPN041FGGN - Connector Header 4 Position 0.079" (2.00mm) Gold Through
Hole, Right Angle
 
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

  

Excellent Integrated System LimitedExcellent Integrated System Limited

Stocking DistributorStocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:Click to view price, real time Inventory, Delivery & Lifecycle Information:

Sullins Connector SolutionsSullins Connector Solutions
PPPN041FGGNPPPN041FGGN

  

  

For any questions, you can email us directly:For any questions, you can email us directly:
sales@integrated-circuit.comsales@integrated-circuit.com

                               1 / 2                               1 / 2

http://www.integrated-circuit.com/manufacturers/Sullins.html
http://www.integrated-circuit.com/manufacturers/Sullins.html
http://www.integrated-circuit.com/tag/PPPN041FGGN.html
http://www.integrated-circuit.com/tag/PPPN041FGGN.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com


Distributor of Sullins Connector Solutions: Excellent Integrated System Limited
Datasheet of PPPN041FGGN - Connector Header 4 Position 0.079" (2.00mm) Gold Through
Hole, Right Angle
 
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

1

2

ED

3

REV.TITLE

ED

SHEET

CBA

1

2

DATE

DATECHECK

DRAWN

DATE

CB

APPROVE

SCALE

UNIT

GENERAL TOLERANCE

XXX.  +-

.XXX  +-

3

XX.  +-

X.  +-

SIZE

A

.Xß  +-

X.ß  +-
   801 E. MISSION RD.
SAN MARCOS, CA 92069

.XX  +-

.X  +-

SULLINS
DWG. NO.

PARTS NO.

1 Amp

500VAC

-40 Degree C.  to +105 Degree C.

20 milli Ohm Max.

5000 Mega Ohm Min.

230 Degree C. for 30 seconds
Operating Temperature:
Max Processing Temp:

Current Rating:

Dielectric Withstanding:

Contact Resistance:

Insulator Resistance:

SPECIFICATIONS

Standard:

Phospher Bronze

Polyester,UL 94V-0
Nylon-6T

Contact Material:

Insulator Material:

Contact Finish:                           Gold/Tin, Selective Plating

(260 Degree C. for 10 seconds)
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4.30 +-0.15

Please refer to Catalog # 35, page 61 for all available
configurations. Or refer to drawings on our website at
 www.SullinsElectronics.com

* Where "xx" is number of positions.
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