Distributor of Amphenol Commercial Products: Excellent Integrated System Limited
Datasheet of L717TWB13W3P - D-Sub Connector Plug, Male Pins 13 (10 + 3 Power) Position
Free Hanging (In-Line) Solder Cup
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Distributor of Amphenol Commercial Products: Excellent Integrated System Limited

Datasheet of L717TWB13W3P - D-Sub Connector Plug, Male Pins 13 (10 + 3 Power) Position

Free Hanging (In-Line) Solder Cup
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L: RoHS Compliance

717TW: tin plated shell
with dimples

Shell Size B

\A Configuration: 13
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D—-SUB TECHNICAL DATA
22.90 SHELL Steel 2.5um(100u”) min. tin over 1.25um(50u”) min. nickel
38.80 BODY Glass filled thermoplastic.
14.48 14.48 Flame retarding to UL94 V-0 Color Black
CONTACTS : Brass, 0.4um(15u”) min. gold over 1.25um(50u”) min. nickel
e 6310 1.385 -
m : ELECTRICAL : Voltage rating 300 V RMS at 50 Hz
e /.77 2.77 < .
= X2 A27 o Current rating 7.5A
m E LI\~ ol Withstanding Voltage >1000 V RMS at 50 Hz for one minute
.M MW o M A3 A2 ul/ QRM»M@MQ@A \\\nulr@ ) \FJ Insulation resistance >5000 M Ohms
Q | N — - 4 I i
= AN VV k @9}} { 11— I Contact resistance 20 mOhms max.
=l — 8@ 8 ¥ o7 & T , » CLIMATIC : Temperature range —55 "C up to 155°C
L Damp heat 56 days(40 *C—95% HR)
m. € Salt spray 48 hours
W 47 00 MARKING : Amphenol—...(Series No.)
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