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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

TDK-Lambda Americas, Inc.
VS15C-12

For any questions, you can email us directly:

sales@integrated-circuit.com
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TDK-Lambda VSB/VSC/VSP Series

10W to 150W Single Output, 115VAC Input

Features

@ Input transient protected

@ 2 year warranty

@ High quality design

€ 200% Peak Power Version (VSP)
@ Broad product range

Key Market Segments & Applications

3
Industrial
Specifications
Vv§s10C VS§15C VS30C VS50B VS75B VS100B VS150B
Model VS50P VS75P VS100P VS150P
AC Input Voltage range - 85-132VAC (47-440Hz)
DC Input Voltage range VDC 110 - 175VDC
Inrush Current (100VAC)  (1)] A 25 | 30 25 | 30 | 30 | 20 | 20
Temperature Coefficient - <0.02%/°C
Overcurrent Protection 2 - ~105% VSB:~125%; VSP: >102% of Peak
Overvoltage Protection V ~115% Diode Clamp ~115 - 135% Manual Reset
Hold Up Time (Typ) at 100VAC ms 20 17
Remote Sense - None
Operating Temperature 3) - -10°C to +60°C, derate linearly to 70% load from 50°C to 60°C
Storage Temperature - -30 to +85°C
Humidity (non condensing) - Storage 10-95% RH, Operating 30-90% RH
Cooling 4) - Convection \ Forced
Withstand Voltage - Input to Ground 2kVAC (20mA), Input to Output 2kVAC (20mA),
Output to Ground 500VAC (100mA) for 1 min.
Isolation Resistance - >100M at 25°C & 70%RH, Output to Ground 500VDC
Vibration (non operating) - 10 - 55Hz (1 minute sweep), 19.6m/s? constant X, Y, Z 1 hour
Shock - <196.1 m/s?
Safety Agency Approvals - UL60950-1, CSA60950-1, EN60950-1
Conducted & Radiated EMI - FCC Class B, VCCI-B
Recommended EMI Filter - |RSEL-20R5W RSEL-2001W RSEL-2002W|RSEL-2003W RSEL-2006W
Weight (Typ) (VSP) g 65 80 \ 150 200 350 (280) | 420 (350) | 550 (480)
Size (WxHxD) mm See Outline Drawings
Warranty yrs Two Years
Notes:

(1) 25°C ambient (cold start)

(2) Avoid prolonged operartion in overload

(3) VS50B24 -10°C to +60°C, derate linearly to 62% load from 40°C to 60°C, VS50P derate to 60% at 60°C
(4) 0.7m/s forced air required, consult installation manual for derating with convection cooling
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Model Selector VSB/VSC Outline Drawing
Adjust Max Peak Load Line Ripple LEADS
Voltage Range Curr. Curr. Noise Eff. e max K
Model A Vv % Y 3
\__ 3.5 HOLES ARE FOR

VS10C-3 3.3 297-363 2 - 40 20 120 62 CUSTOMER MTG |
VS15C-3 3.3 297363 3 - 40 20 120 62 :l INPUT —4 o 1 F B
VS30C-3 3.3 297-363 6 - 40 20 120 69 COMPONENT SIDE i one | )
VS50B-3 3.3 297-3.63 10 12 40 20 120 73 i
VS75B-3 3.3 297-3.63 15 18 40 20 120 72 — s mAe
VS100B-3 3.3 297-3.63 20 24 40 20 120 72 | | D |
VS150B-3 3.3 2.97-3.63 30 36 40 20 120 72 = C ! A
VS1 0C'5 5 4-5'55 2 = 40 20 1 20 71 NOTE: TOP LEFT AND BOTTOM
VS15C-5 5 4.5-5.5 3 . 40 20 120 72 E&H;c;\{lroynggﬁrgﬁ/ssm MODELS
VS30C-5 5 4.5-55 6 - 40 20 120 75
VS50B-5 5 4555 10 12 40 20 120 78
VS75B-5 5 4555 15 18 40 20 120 79
VS100B-5 5 4555 20 24 40 20 120 79
VS150B-5 5 4555 30 36 40 20 120 78
VS10C-12 12 10.8-13.2 0.9 - 96 48 150 75
VS15C-12 12 10.8-13.2 1.3 - 96 48 150 75
VS30C-12 12 10.8-13.2 2.5 - 96 48 150 80
VS50B-12 12 10.8-13.2 43 516 96 48 150 79
VS75B-12 12 10.8-13.2 6.3 7.56 96 48 150 80 DIMENSIONS: WEIGHT:
VS100B-12 12 10.8-132 85 102 96 48 150 80 MODEL| A | B c o E F G H J K L M
VS150B-12 12 10.8-132 125 15 96 48 150 80 veto | 570 | @ | & | ams [ (e | [0 | 8| . | . | . | s
VS10C-15 15 135-165 07 - 120 60 150 75 s AR T T8 e [ [ 08 2 lag et
VS15C-15 15 13.5-16.5 1 - 120 60 150 75 Vsao | 522 | 197 | 98 | 4828 | .197 [1576 | .97 | 102 | 1.18 » _ » LB
vVS30C-15 15 135-165 2 - 120 60 150 81 FRNA BN /R o e e R R i
VS50B-15 15 13.5-16.5 3.5 42 120 60 150 80 p— R R R B R :
VS75B-15 15 135165 5 60 120 60 150 80 R R R
VS100B-15 15 13.5-165 7 84 120 60 150 80 vewo oS0 | G887 [ [ [ [ | [ s [ | [ e
VS150B-15 15 13.5-165 10 12 120 60 150 80 veiso |7 | B [ &8 [0 [ %R [ [ (o8 |68 % [dem [reres
VS10C-24 24 21.6-264 0.5 - 240 96 200 78 NOTE:
VS1 50_24 24 21 6'264 07 - 240 96 200 78 1. DIMENSIONS ARE IN INCHES EXCEPT DIMENSIONS () ARE IN MM.
VS30C-24 24 21.6-264 1.3 - 150 96 200 82
VS50B-24 24 21.6-264 25 3.0 150 96 200 80
VS50P-24 24 21.6-264 25 42 150 96 180 83 i
VS75B-24 24 216-264 32 384 150 96 200 81 Other InduStrlaI PrOduCts
VS75P-24 24 21.6-264 32 7.0 150 96 180 83 HWS 15W to 1500W Single output
VS100B-24 24 21.6-264 4.3 516 150 96 200 81 ZWS. ZWD. ZWQ 5W to 240W Uni linout
VS100P-24 24 216-264 43 10 150 96 180 85 ’ ' 0 niversal input.
VS150B-24 24 216-264 6.3 7.56 150 96 200 80 SC, SCS120 30W to 120W Single, dual & triple output
VS150P-24 24 21.6-26.4 6.3 12 150 96 180 86 ZP 40W to 60W Single & multiple output
VS30C-36 36 32.4-39.6 0.9 - 240 144 300 80
VS75B-36 36 32.4-39.6 2.1 252 240 144 300 81
VS100B-36 36 32.4-39.6 3 3.6 240 144 300 81 " . . [=] [=]
VS150B-36 36 32.4-39.6 4.2 504 240 144 300 80 For Additional Information, please visit
VS30C-48 48 43.2-528 0.7 - 480 192 400 80 us.tdk-lambda.com/Ip/products/vsb-series.htm :a
VS75B-48 48 43.2-528 1.6 1.92 300 192 400 81 [=] H
VS100B-48 48 43.2-52.8 2.2 264 200 192 400 81
VS150B-48 48 43.2-52.8 3.2 3.84 300 192 400 81

Peak Current Note: For 10s maximum, 35% duty cycle, average power
not to exceed maximum ratings. See installation manual.
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