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Harwin Inc.
M80-8040322

For any questions, you can email us directly:

sales@integrated-circuit.com
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M80-804XXXX
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NOT TO SCALE

| THIRD ANGLE PROJECTION

ALL DIMENSIONS IN mm

SPECIFICATONS :
MAT

ERIAL:

MOULDING = GLASS-FILLED PBT,

UL94V-0, BLACK
CONTACTS = PHOSPHOR BRONZE
LATCHES = BERYLLIUM COPPER
FINISH:

CONTACTS:

05 = 0.75y GOLD

22 = 0.75y GOLD ON CONTACT AREA.
3.0p 90/10 TIN/LEAD ON TAIL

LATCH = 1.25p NICKEL

ELECTRICAL:

CURRENT RATING (25°C) = 3.0A MAX
CURRENT RATING (85°C) = 2.2A MAX
WORKING VOLTAGE = 120V AC/DC
VOLTAGE PROOF = 360V AC/DC
CONTACT RESISTANCE

INITIAL = 20 mQ) M

AFTER couomoume H 25 m() MAX.
INSULATION RESISTANCE:

INITIAL = 1000 MCY MIN,

N

AFTER CONDITIONING = 100 MCY MIN.

MECHANICAL:
DURABILITY = 500 OPERATIONS
ENVIRONMENTAL :

TEMPERATURE RANGE = -55°C TO +125°

PACK ING
TUBE
FOR COMPLETE SPECIFICATION, SEE COM

SPECIFICIATION CO05XX (LATEST ISSUE)
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