Distributor of EDAC Inc.: Excellent Integrated System Limited
Datasheet of 661-009-264-035 - D-Sub Connector Plug, Male Pins 9, 9 Position Panel Mount,
Through Hole, Right Angle Solder
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Excellent Integrated System Limited

Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

EDAC Inc.
661-009-264-035

For any questions, you can email us directly:

sales@integrated-circuit.com
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Datasheet of 661-009-264-035 - D-Sub Connector Plug, Male Pins 9, 9 Position Panel Mount,

Distributor of EDAC Inc.: Excellent Integrated System Limited
Through Hole, Right Angle Solder
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7- REAR ONLY TWO-PRONG BOARDLOCKS 9 1214 (30.84)| .984 (24.99)| .667 (16.92) .432 (10.97)| .108 (2.74)
MOUNTING OPTIONAL 15 1545 (39.24) | 1.312 (33.32)| .994 (25.25)| .756 (19.20)| .108 (2.74)
5- 4-40 UNC THREADED INSERT 25 2.088 (53.04) | 1.852 (47.04)| 1.534 (38.96)| 1.304 (33.12)| .109 (2.76)
6-4-40 UNC HEXTHREADED STANDOFF 37 2730 (69.34)| 2.500 (63.50)| 2.182 (55.42)| 1.956 (49.68) .109 (2.76)

661 SERIES SUBMINIATURE D CONNECTOR PLUG(PIN)/PLUG(PIN)
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EDAC INC

TORONTO, ONTARIO

CANADA
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ARE THE PROPERTY OF EDAC INC.,AND
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