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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Greenlee Communications
1731F1725

For any questions, you can email us directly:

sales@integrated-circuit.com
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GREENLEE. MADE FOR THE TRADE!™

A Textron Company

KO PNCH DRVR

Same as 1731 with 1725 Hydraulic Foot Pump

Cat No: 1731F1725

UPC No: 783310251699

Description

Great for punching junctionboxes and small enclosures
Punch can be used with raminside or outside of the junction box
For use with 1/2 IN- 1 IN (22.5 mm - 34.6 mm) conduit size and accessory sizes only

Specifications

Application : For Fast, One-Shot Punching, No Predrilling Of Pilot Holes
Includes : C-Frame with Ram, (13276) Punch Adapter - 3/8 IN Dimeter X 1/2 IN (9.5 mm), (13277)
PunchAdapter - 3/4 IN Diameter x 1IN (19.0 mm), (121AV) 1/2 IN Conduit Size Punch, (123AV)

3/4 IN Conduit Size Punch, (125AV) 1 IN Conduit Size Punch, (12087) C-Frame 1/
Material : Mild Steel

Maximum Capacity : 10 GA
Size : 8.000 IN Depth

Type : C Frame, Portable
Weight : 43.000 LB (20.000 KG)
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