Distributor of Dialight: Excellent Integrated System Limited
Datasheet of 5561305304 - LED PMI RED 1 125V WT FLAT
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com
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Excellent Integrated System Limited
Stocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:

Dialight
5561305304

For any questions, you can email us directly:

sales@integrated-circuit.com
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FLAT LENS

PARTNO. COLOR V., mA fL* o TR
556-1103-304 R 12DC 81 1500 GASKET
556-1203-304 G 12DC 81 760 .32
556-1303-304 Y 12DC 81 1800 SCREW Y
556-1104-304 R 24DC 40 1500 >
556-1204-304 G 24DC 40 760 4,
556-1304-304 Y 24DC 40 1800 ) oy, )
556-1105-304 R 125AC 85 900 EJM o J ; L_|:_J 0
556-1205-304 G 125AC 85 300 48.64 [1.915] 20,57 [810] —
556-1305-304 Y 125AC 8.5 1000 Polarity marking indicated on housing near positive supply terminal 30,99 [1.220]
DOMED LENS SCHI(Ell\gC')I'IC A SCHI(EZI\fI(\A/')I'IC B SCH(EI;/ISA\;I')IC C
, 125v00 (v7)  125VAC (TYP)
556.3103-304 R 120C 81 100 ey R SUPPLY SUPPLY
556-3203-304 G 12DC 81 55 68 Q (RED)
556-3303-304 Y 12DC 81 75 o O ey v o g e
556-3104-304 R 24DC 40 100 i y
556-3204-304 G 24DC 40 55 ::
556-3304-304 Y 24DC 40 75 W 2 2 s » o
556-3105-304 R 125AC 85 50 v v v v P v
556-3205-304 G 125AC 85 30 id v v v 2700 (RED & YELLOW) i
556-3305-304 Y 125AC 85 40 220 Q (GREEN) i
556-3107-304 R 125DC 10 50 = ::
556-3207-304 G 125DC 10 30 W
556-3307-304 Y 125DC 10 40 = 2
—
Housing Material: Nickel Plated Brass ENVIRONMENTAL LIMITS: v
* Intensity measured in foot Lamberts (1fL = 3.4 cd/m2) ggoer;%fn;eg%p: '?g;Sct‘;ofggjg v
** Requires external resistor Seal Specifications: NEMA 4X 1P66

T Bi color has 3 leads: Red for Red Anode, Green for Green =

Anode, Black for Common Cathode
Dimensions in mm [inches] Dia”g ht
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