
Distributor of Harting: Excellent Integrated System Limited
Datasheet of 09473800025 - RJI KABPP UMSPR 22/7FLEX1X270 
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

  

Excellent Integrated System LimitedExcellent Integrated System Limited

Stocking DistributorStocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:Click to view price, real time Inventory, Delivery & Lifecycle Information:

HartingHarting
0947380002509473800025

  

  

For any questions, you can email us directly:For any questions, you can email us directly:
sales@integrated-circuit.comsales@integrated-circuit.com

                               1 / 2                               1 / 2

http://www.integrated-circuit.com/manufacturers/Harting.html
http://www.integrated-circuit.com/manufacturers/Harting.html
http://www.integrated-circuit.com/tag/09473800025.html
http://www.integrated-circuit.com/tag/09473800025.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com


Distributor of Harting: Excellent Integrated System Limited
Datasheet of 09473800025 - RJI KABPP UMSPR 22/7FLEX1X270 
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

01
175

H
a-

VI
S 

m
C

on

20 76 208 7002

HaVIS mCon 9000

Identification Part number Drawing Dimensions in mm

Ethernet Switch  
HaVIS mCon 9080B1V
8port Ethernet Switch for installation in a 19’’ rack

Managed IP20 PROFINET compatible X  EtherNet/IP compatible X
Number of ports, Copper / Termination 8x 10/100BaseT(X) / M12 Dcoding (female)

Input voltage / Termination 24 / 48 V DC / DIN frame connector, Type F
Permissible range (min./max.) 8 V ... 60 V DC
Input current approx. 130 mA (at 24 V DC)
Alarm signalling contact Changeover contact, potentialfree, 24 V DC / 0.5 A 

DIN frame connector, Type F

Housing material aluminium, anodised
Dimensions (W x H x D) 60.6 mm (3 U) x 128.4 mm (12 HP) x 173.5 mm
Weight approx. 0.6 kg
Working temperature 40 °C ... +70 °C
MTBF 631.000 h
Management fully managed via Web interface and SNMP 

Functions see pages 01.141 and 01.142

HaVIS mCon 9080B1V
Ethernet Switch with 
8 ports M12 Dcoding
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