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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Panduit
PN18-10SLF-C

For any questions, you can email us directly:

sales@integrated-circuit.com


http://www.integrated-circuit.com/manufacturers/Panduit.html
http://www.integrated-circuit.com/manufacturers/Panduit.html
http://www.integrated-circuit.com/tag/PN18-10SLF-C.html
http://www.integrated-circuit.com/tag/PN18-10SLF-C.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com

1]
c [y

r

clectronie

Distributor of Panduit: Excellent Integrated System Limited
Datasheet of PN18-10SLF-C - TERM SH LOCK/FORK NYL22-18AWG#10
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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NOTES @ ;
. UL LISTED AND CSA CERTIFIED FOR : 1
A. B00 V MAX. VOLTAGE RATING Y
1000 V MAX. IN SIGNS FIXTURES & LUMINAIRIESH CARRIER
B. 221°F (105°C) MAX. TEMP. RATING STRIP
C. #22-18 AWG (0.5-1.5 mmz) STRANDED COPPER WIRE ONLY.

(CONF IGURATION MAY VARY

2. PACKAGE QTY. : 3K = 3000 PC
CONT INUOUS MOLDED CARRIER STRIP . 145 (3.68)
3. MATERIAL : MAX WIRE
A. STAMPING - .03" THK COPPER, TIN PLATED INSUL DIA
B. HOUSING - RED NYLON 080 (2.03]
C. SLEEVE - BRASS, TIN PLATED - MIN WI.RE
4. DIMENSIONS IN BRACKETS ARE IN MILLIMETERS INSUL DIA.
5. INSTALLATION TOOLS :
A. PRESSES - CP-851, CP-860, CP-861 SB
B. APPLICATOR - CA-800
C. DIE INSERTS - CD-800-1 LISTED ERTIFIED
6. WIRE STRIP LENGTH: 7,32" * /32" (5.6 *+ .8) 587H LR31212
-0 - 0" ES2164
A41088_04
04 |12/00|ED FILESPEC WAS: N41088AA_PCD_03 08925 m\ﬂ
03|11/96(UB IADDED DIM™ .080(2.03! MIN WIRE INSUL DIA.~ | 05423 @w”ﬁ CORP. TINLEY PARK, ILLINOIS
02 |12795|[ED RLS| REVISIONS TO TABLE & NOTES 03814 LA| RS TERMO 3PC. CONTINUOUSLY MOLDED NYLON
1 |13/88|Fs REDRAWN WITH REVISIONS LA| rs INSULATED, 22-18 BARREL, SHORT LOCKING FORKS
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