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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Panduit
PPS0710G001

For any questions, you can email us directly:

sales@integrated-circuit.com


http://www.integrated-circuit.com/manufacturers/Panduit.html
http://www.integrated-circuit.com/manufacturers/Panduit.html
http://www.integrated-circuit.com/tag/PPS0710G001.html
http://www.integrated-circuit.com/tag/PPS0710G001.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com

= == £ Distributor of Panduit: Excellent Integrated System Limited
;-=‘~:_ § __‘—__ Datasheet of PPS0710G001 - SIGN 10"X7" BLK/RED

() =% 7=Ya am \Alah Q- \ANANND

A.
System
Overview
B.
Copper
Systems
Self-Laminating Fiber Optic Cable Marker Tags
C
Fiber .
Optic Material Chart
Systems
CAUTION: . Materlal Print Mfethod Temperature Range Featljlres .
D. Rigid Vinyl, Pre-Printed 0°F to 176°F Indoor/outdoor rated; high quality, rugged
Power FIBER OFTIC CABLE Self-Laminating (-18°C to 80°C)  material resistant to abrasion; legend is
over protected by overlaminate; use where
Ethernet adhesives will not work
E.
Zone
Cabling
. . Tags Std. Std.
Color Width Height Per Pkg. Ctn.
Part Number Legend (Legend/Background) In. mm In. mm Pkg. Qty. Qty.
F PST-FO CAUTION FIBER OPTIC Black/Yellow 3.50 89.0 2.00 51.0 5 1 40
Wireless CABLE TYPE
COUNT
PST-FOBLNK BLANK Yellow 3.50 89.0 2.00 51.0 5 1 40
G.
Outlets
H.
rieda | Photoluminescent Safety Signs
* Used to mark egress routes, fire alarms, and fire equipment that * Panduit Photoluminescent Signs meet or exceed the following
Phy's‘i(al is clearly visible for up to ten hours after power is lost safety standard specification for photoluminescent safety
Infrastructure * Absorbs energy from ambient light and releases this energy in markings including: ASTM E 2072-00, ASTM E 2073-00,
Management the form of a glow when power is lost ASTM E 2030-99, DIN67510-1, IMO Resolution A.752.18,
‘R ded f ith Photolumi T ISO/CD 15370, DIN 67510, UL 924, ASTM 162, ASTM 648,
} ooommended o ”Si.‘”” otoluminescent Tapes see page ASTM 662, MIL-L-3891 B, NFPA 101 Life Safety Code,
0verh.ead& .27 for more information OSHA 1910.37
Underfloor
Routing 7 Y/ 7
] FIRE
pLARY,
; 4
Surface In case ol fire
el ot usa slevalors
Raceway | Use Stairways 74 74
PPS0710G001 PPS0710G020 PPS1209G010 PPS1209G011 PPS1209G012
L. PPS1014G002
Cabinets,
Racks &
Cable Size Reference Chart
Management
- - Signs Std.
M. Part udl] Height Per Pkg.
Grounding & Number In. mm In. mm Card Qty.
Bonding *0710* 10.00 | 254.0 7.00 177.8 1 1 Sign
*1014* 14.00 | 355.6 10.00 | 254.0 1 1 Sign
*1209* 9.00 228.6 12.00 304.8 1 1 Sign
N.
Industrial *Denotes the part number’s prefix and suffix.
P.
Cable
Management
Accessories
Q.
Index

Order number of pieces required, in multiples of Standard Package Quantity. Prime items appear in BOLD.
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