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Features

Automatic power-down when deselected
CMOS for optimum speed/power

High speed

—15ns

Low active power

— 660 mW (commercial)

— 688 mW (military—20 ns)

Low standby power

— 110 mW (20 ns)

TTL-compatible inputs and outputs

Capable of withstanding greater than 2001V electro-
static discharge

* V|H of 2.2V

Functional Description

The CY7C128A is a high-performance CMOS static RAM or-
ganized as 2048 words by 8 bits. Easy memory expansion is

2K x 8 Static RAM

provided by an active LOW Chip Enable (CE), and active LOW
Output Enable (OE) and three-state drivers. The CY7C128A
has an automatic power-down feature, reducing the power
consumption by 83% when deselected.

Writing to the device is accomplished when the Chip Enable
(CE) and Write Enable (WE) inputs are both LOW.

Data on the eight I/O pins (1/Oq through 1/07) is written into the
memory location specified on the address pins (Ag through
A10)-

Reading the device is accomplished by taking Chip Enable
(CE) and Output Enable (OE) LOW while Write Enable (WE)
remains HIGH. Under these conditions, the contents of the
memory location specified on the address pins will appear on
the eight 1/0 pins.

The 1/0 pins remain in high-impedance state when Chip_En-
able (CE) or Output Enable (OE) is HIGH or Write Enable (WE)
is LOW.

The CY7C128A utilizes a die coat to insure alpha immunity.

Logic Block Diagram Pin Configurations
DIP/SOJ/SOIC
Top View
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! ! ‘ Asl 2 230 Ag
As[]3 2211 Ay
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Selection Guide
7C128A-15 7C128A-20 7C128A-25 7C128A-35 7C128A-45
Maximum Access Time (ns) 15 20 25 35 45
Maximum Operating Commercial 120 120 120 120 120
Current (mA) Military - 125 125 125 125
Maximum Standby Commercial 40 20 20 20 20
Current (mA) Military - 20 20 20 20
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2 CYPRESS CY7C128A
Maximum Ratings Output Current into Outputs (LOW)......cceevvviveeeeiiinnen. 20 mA
(Above which the useful life may be impaired. For user guide-  Static Discharge VOItage ..............ccoooovvieereernnenn. >2001V
lines, not tested.) (per MIL-STD-883, Method 3015)
Storage Temperature ...............ocoovieinnns —65°C to +150°C Latch-Up CUMENt........vceeeeeeeceeee e, >200 mA
Ambient Temperature with .
Power Applied........ccccveveueueeceeeeeeeeeeen, —55°C to +125°C Operating Range
Supply Voltage to Ground Potential Ambient
(Pln 28 to Pin 14) ........................................... —-0.5V to +7.0V Range Temperature VCC
DC Voltage Applied to Outputs : o ) 0
N HIGN Z SELE oo _05Vto+7.0v | Commercial 0°Clo+70°C 5V +10%
DC Input Voltage _30Vto+7.0v | Militaryt! -55°C to +125°C 5V + 10%
Electrical Characteristics Over the Operating Rangel?!
7C128A-15 | 7C128A-20 | 7C128A-25 | 7C128A-35,45
Parameter Description Test Conditions Min. | Max. | Min. | Max. | Min. | Max. | Min. Max. | Unit
VoH Output HIGH Ve = Min,, 2.4 2.4 2.4 2.4 \%
Voltage lon=—4.0 MA
VOL OUtpUt LOW VCC = Min., IOL =8.0mA 0.4 0.4 0.4 0.4 Vv
Voltage
Viy Input HIGH 22 | Vec | 22 | Voo | 2.2 | Ve 2.2 Vee \%
Voltage
VL Input LOW -05| 08 |-05| 08 |-05| 0.8 | -05 0.8 \%
Voltagel3]
lix Input Load GND <V, < Ve -10 | +10 | =10 | +10 | =10 | +10 | -10 +10 HA
Current
loz Output Leakage |GND <V, <Vcc -10 | +10 | =10 | +10 | =10 | +10 | -10 +10 HA
Current Output Disabled
los Output Short Ve = Max., -300 -300 -300 -300 | mA
CircuitCurrent | Vgt = GND
lcc Vcc Operating |V = Max. Com’l 120 120 120 120 mA
Supply Current  |lgyt =0 mA Mil B} 125 125 125
lsg1 Automatic CE  |Max. Ve, Com'l 40 40 20 20 | mA
Power-Down CE>V X
Current Min. Duty Cycle Mil ) 40 40 20
=100%
ls2 Automatic CE  |Max. Ve, Com'l 40 20 20 20 | mA
Power-Down CE; >V 03V,
Current VN> V0.3V : B
or Vi, < 0.3V Mil 20 20 20
Capacitancel
Parameter Description Test Conditions Max. Unit
Cin Input Capacitance Tap=25°C, f=1MHz, 10 pF
_ VCC =5.0vV
Cout Output Capacitance 10 pF
Notes:
1. Tpisthe “instant on” case temperature.
2. See the last page of this specification for Group A subgroup testing information.
3. V) (min.) =-3.0V for pulse durations less than 30 ns.
4. Not more than 1 output should be shorted at one time. Duration of the short circuit should not exceed 30 seconds.
5. Tested initially and after any design or process changes that may affect these parameters.
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AC Test Loads and Waveforms

R1481Q R14810Q
5V 00— MA— 5V
ALL INPUT PULSES
OUTPUT OUTPUT 3.0V 000
. 90% 20%
30 pF s R2 5 pF s R2 onp —22 :
I j 2550 I j 2550 < 5ns > . < 5ns
INCLUDING L INCLUDING L =ons =
JIG AND ~ JIG AND ~
SCOPE  (a) SCOPE  (b)
C128A-4 C128A-5
Equivalent to: THEVENIN EQUIVALENT
OUTPUTe 18 01.73V
Switching Characteristics Over the Operating Range? €
7C128A-15 | 7C128A-20 | 7C128A-25 | 7C128A-35 | 7C128A-45
Parameter Description Min. | Max. | Min. | Max. | Min. | Max. | Min. | Max. | Min. | Max. | Unit
READ CYCLE
tre Read Cycle Time 15 20 25 35 45 ns
tan Address to Data Valid 15 20 25 35 45 ns
toHA Data Hold from Address Change| 5 5 5 5 5 ns
tace CE LOW to Data Valid 15 20 25 35 45 | ns
tooe OE LOW to Data Valid 10 10 12 15 20 | ns
t70E OE LOW to Low Z 3 3 3 3 3 ns
tuzoe OE HIGH to High zI"] 8 8 10 12 15 | ns
tizce CE LOW to Low Z!®] 5 5 5 5 5 ns
thzce CE HIGH to High z["- 8] 8 8 10 15 15 | ns
tpu CE LOW to Power-Up 0 0 0 0 0 ns
tep CE HIGH to Power-Down 15 20 20 20 25 | ns
WRITE CYCLEM!
twe Write Cycle Time 15 20 20 25 40 ns
tsce CE LOW to Write End 12 15 20 25 30 ns
taw Address Set-Up to Write End 12 15 20 25 30 ns
tha Address Hold from Write End ns
tsa Address Set-Up to Write Start ns
tpwE WE Pulse Width 12 15 15 20 20 ns
tsp Data Set-Up to Write End 10 10 10 15 15 ns
tHD Data Hold from Write End 0 0 0 0 0 ns
thzwe WE LOW to High z["] 7 7 7 10 15 | ns
ti7we WE HIGH to Low Z 5 5 5 5 5 ns
Notes:

6. Test conditions assume signal transition time of 5 ns or less, timing reference levels of 1.5V, input pulse levels of 0 to 3.0V, and output loading of the specified
lou/lon and 30-pF load capacitance.

7.  thzoe tHzce and tyzwe are specified with C|_ =5 pF as in part (b) of AC Test Loads. Transition is measured 500 mV from steady state voltage.

8. Atany given temperature and voltage condition, t;cg is less than t zc¢ for any given device.

9. The internal write time of the memory is defined by the overlap of CE LOW and WE LOW. Both signals must be LOW to initiate a write and either signal can terminate
awrite by going HIGH. The data input set-up and hold timing should be referenced to the rising edge of the signal that terminates the write.
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Switching Waveforms
Read Cycle No. 1[10: 11]
trRc >]
ADDRESS X
tAA {
toHA
DATA OUT PREVIOUS DATA VALID 3<><>< DATA VALID
C128A-6
Read Cycle No. 2[10-12]
i
CE =\ R /
N /
_ tace
OE x
N
— tHzoE
tboE >
re— tizoE —> 1< tzce HIGH
HIGH IMPEDANCE IMPEDANCE
DATA OUT DATA VALID
e——— t7cE ——>
| e tpp —>}
tpy >
SUP\é’CL% \ lec
50% 50%
CURRENT ’ N Isg

Write Cycle No. 1 (WE Controlled)®]

twe
ADDRESS X X
tsce
_ N \_ l
CE
NN /
taw > tHa —>
tsa < tpwe
WE NINK A
tsp < tHp
DATA IN DATAN VALID
<— tHzwEe 4“ < lizwe 4“
\! HIGH IMPEDANCE -
DATA I/O DATA UNDEFINED 4 \
C128A-8

Notes:
10. WE is HIGH for read cycle.
11. Device is continuously selected. OE,CE= =V
12. Address valid prior to or coincident with CE transition LOW.
13. Data I/O pins enter high-impedance state, as shown, when OE is held LOW during write.
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Switching Waveforms (continued)

Write Cycle No. 2 (CE Controlled)[® 13 14]

>E .

ADDRESS
tsa tsce
e X il
taw tha —>y
tpwE
WE ) Z
l tgp ————>= typ
DATA IN DATA |y VALID
T thzwe *’T
\ HIGH IMPEDANCE
DATA I/O DATA UNDEFINED /
C128A-9
Notes:

14. If CE goes HIGH simultaneously with WE HIGH, the output remains in a high-impedance state.
Typical DC and AC Characteristics

OUTPUT SOURCE CURRENT
vs. OUTPUT VOLTAGE

NORMALIZED SUPPLY CURRENT
vs. AMBIENT TEMPERATURE

NORMALIZED SUPPLY CURRENT
vs. SUPPLY VOLTAGE

1.4 1.2 £ 120
m M [l
212 | <10 ~ | Z 100
Q Q CC
S10 < o £
o / o 08 S 80
N 08 / N 3 \ Ve =5.0V
2 Z 06 O 60 e
= z Ta=25°C
< 06 < g \ A )
o X g4 O 40 N
0 04 o Vee = 5.0V o 4 \
pd . 2 " —
Vin = 5.0V 5 N
0.2 ISB 0.2 ISB % 20 \
0.0 0.0 o O
40 45 50 55 6.0 55 25 125 00 10 20 30 40
SUPPLY VOLTAGE(V) AMBIENT TEMPERATURE(°C) OUTPUT VOLTAGE(V)
NORMALIZED ACCESS TIME NORMALIZED ACCESS TIME OUTPUT SINK CURRENT
vs. SUPPLY VOLTAGE vs. AMBIENT TEMPERATURE ___vs. OUTPUT VOLTAGE
1.4 1.6 < 140
—
= 120 //
g 13 314 g /]
a o @ 100
Q12 m i / Ve =5.0V
N N 12 3 80 Ta=25°C
z L1 g / c /
E Ta=25°C x 10 - = 60 /
o] =
=z 10 ~— z / Vec=5.0V 5 40
\- o
0.9 5 20
oV
0.8 0.6 0
40 45 50 55 6.0 .55 25 125 00 1.0 20 30 40
SUPPLY VOLTAGE(V) AMBIENT TEMPERATURE(°C) OUTPUT VOLTAGE(V)
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Typical DC and AC Characteristics (continued)

TYPICAL POWER-ON CURRENT
vs. SUPPLY VOLTAGE

TYPICAL ACCESS TIME CHANGE
vs. OUTPUT LOADING

NORMALIZED Icc
vs. CYCLETIME

3.0 30.0 14
925 _ 25.0 /'/_ 8 B3 Vee=s0v
c Ta=25°C
E 2.0 < 200 /, @ 12— A o5y
< 15 f 15.0 v 2 11
: : / :
g 10 8 100 7 T Vee=asv | g 10
0.5 /,/ 5.0—A Ta=2°C | 0.9
0.0 —| 00 / 058
0.0 1.0 2.0 30 40 50 0 200 400 600 800 1000 0 10 20 30 40
SUPPLY VOLTAGE(V) CAPACITANCE (pF) CYCLE FREQUENCY (MHz)
Ordering Information
Speed Package Operating
(ns) Ordering Code Name Package Type Range
15 CY7C128A-15PC P13 24-Lead (300-Mil) Molded DIP Commercial
CY7C128A-15VC V13 24-Lead Molded SOJ
CY7C128A-15SC S13 24-Lead (300-Mil) Molded SOIC
20 CY7C128A-20PC P13 24-Lead (300-Mil) Molded DIP Commercial
CY7C128A-20VC V13 24-Lead Molded SOJ
CY7C128A-20SC S13 24-Lead (300-Mil) Molded SOIC
CY7C128A-20DMB D14 24-Lead (300-Mil) CerDIP Military
CY7C128A-20LMB L53 24-Pin Rectangular Leadless Chip Carrier
25 CY7C128A-25PC P13 24-Lead (300-Mil) Molded DIP Commercial
CY7C128A-25VC V13 24-Lead Molded SOJ
CY7C128A-25SC S13 24-Lead (300-Mil) Molded SOIC
CY7C128A-25DMB D14 24-Lead (300-Mil) CerDIP Military
35 CY7C128A-35PC P13 24-Lead (300-Mil) Molded DIP Commercial
CY7C128A-35VC V13 24-Lead Molded SOJ
CY7C128A-35SC S13 24-Lead (300-Mil) Molded SOIC
CY7C128A-35DMB D14 24-Lead (300-Mil) CerDIP Military
45 CY7C128A-45PC P13 24-Lead (300-Mil) Molded DIP Commercial
CY7C128A-45VC V13 24-Lead Molded SOJ
CY7C128A-45SC S13 24-Lead (300-Mil) Molded SOIC
CY7C128A-45DMB D14 24-Lead (300-Mil) CerDIP Military
CY7C128A-45LMB L53 24-Pin Rectangular Leadless Chip Carrier
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MILITARY SPECIFICATIONS
Group A Subgroup Testing
DC Characteristics

Parameter Subgroups

Von 1,2,3

VoL 1,2,3

Vig 1,2,3

V) Max. 1,2,3

Ix 1,2,3

loz 1,2,3

lce 1,2,3

Isg 1,2,3
Switching Characteristics

Parameter | Subgroups
READ CYCLE

tre 7,8,9,10, 11

tan 7,8,9,10, 11

tona 7,8,9 10,11

tace 7,8,9,10, 11

tooe 7,8,9,10, 11
WRITE CYCLE

twe 7,8,9,10, 11

tsce 7,8,9,10, 11

taw 7,8,9,10, 11

tha 7,8,9 10,11

tsp 7,8,9, 10,11

towe 7,8,9,10, 11

tsp 7,8,9,10, 11

o 7,8,9 10,11
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Package Diagrams

24-Lead (300-Mil) CerDIP D14
MIL-STD-1835 D-9 Config.A

PIN 1
I_II_II_II_II_II_II_II_II_II_II_\I}'\

) DIMENSIONS IN INCHES
MO OO OO oo g
| % 005 MIN. A.LL,
BASE PLANE

o
a

n
o
o

5

012

090 3°

s 110 15

o1s SEATING PLANE 330

=1 ~=%20 -390

51-80031

24-Pin Rectangular Leadless Chip Carrier L53
PIN 1

% DIMENSIONS IN INCHES
’ MIN.
MAX.
045
.0'55]_EI
=
T 020
030
040 —
050 -
009 R. 062
24 PLACES 078
066
, ||
| —
| —
392 -
208 S
—_
—_
| —
ﬁ 51-80066
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Package Diagrams (continued)

24-Lead (300-Mil) Molded DIP P13/P13A

DIMENSIONS IN INCHES MIN.
MAX.

12 1
Jh gy Y N Y Y Y P13 | P 13A
-t
0.250 NOTE A | 1170 | 1230
0270 1.200 1260
—1 0.030 | 0.060
R T NOTE B | 0038 | o050
NOTE B | |-

NOTE A

SEATING_PLANE

0.140

0.190
0115 ¥ 0.009 J 3° MIN.
0.160 0.012
e

0.090 LMJ

0110 0.385

51-85013-A

24-Lead (300-Mil) Molded SOJ V13

PIN 1 ID

12
nnnnonnononnon

N —

I |
0.291
0300 2330 DIMENSIONS IN INCHES MIN
UUUUUUUUUUUU;L
13 24
., 0597 ] SEATING PLANE
0.613 i
0.120
4 0140 0007
' O 0.004 ’
0.050 ‘”_ 0.013 ' I_I_l g'g% 51-85030-A
TYP. 0.025 MIN. -
0.019
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Document Title: CY7C128A 2K x 8 Static RAM
Document Number: 38-05028

Issue Orig. of
REV. ECN NO. | Date Change Description of Change
i 106814 09/10/01 | SzVv Change from Spec number: 38-00094 to 38-05028
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