
Distributor of BUD Industries, Inc.: Excellent Integrated System Limited
Datasheet of PIP-11767 - BOX PLASTIC GRAY 5.12"L X 5.12"W 
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

  

Excellent Integrated System LimitedExcellent Integrated System Limited

Stocking DistributorStocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:Click to view price, real time Inventory, Delivery & Lifecycle Information:

BUD Industries, Inc.BUD Industries, Inc.
PIP-11767PIP-11767

  

  

For any questions, you can email us directly:For any questions, you can email us directly:
sales@integrated-circuit.comsales@integrated-circuit.com

                               1 / 2                               1 / 2

http://www.integrated-circuit.com/manufacturers/Bud-Industries.html
http://www.integrated-circuit.com/manufacturers/Bud-Industries.html
http://www.integrated-circuit.com/tag/PIP-11767.html
http://www.integrated-circuit.com/tag/PIP-11767.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com


Distributor of BUD Industries, Inc.: Excellent Integrated System Limited
Datasheet of PIP-11767 - BOX PLASTIC GRAY 5.12"L X 5.12"W 
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

  5.12
130

  

  5.12
130

  

  2.56
65

  

4.41
112

 TYP.

4.41
112
TYP.

  1.77
45

  
1.88
47.7
TYP.

R.33
8.3

 4X

R.12
3

 TYP.

  1.77
45

  

  1.48
37.5

    1.48
37.5

  

  1.77
45

  

  1.77
45

  

.12
3

 (8X)

.32
8

 (8X)

  3.54
90

  

  2.20
56

  

1.88
47.7
TYP.

  2.56
65

  

A

A

CL

BODY

.35
8.9

DEEP 
TYP.

  .12
3

  

  2.03
51.5

  

.20
5

TYP.

.28
7

TYP.

.04
1

PADS 
TYP.

  4.74
120.5

  
.28
7

BOSS 
HEIGHT

SECTION A-A

  3.94
100

  

  3.94
100

  

B

B

RECESS   .10
2.5

  
  .39

10
  

.02
0.5

RECESS

  .13
3.3

  

  4.75
120.8

  

SECTION B-B

4.41
112

 TYP.

4.41
112

 TYP.

  5.12
130

  

  5.12
130

  

.30
7.5
TYP.

R.21
5.3
TYP.

.35
9

TYP.

.35
9

TYP.

.41
10.5
TYP.

R.35
9

 TYP.

R.12
3

 TYP.

CONTINUOUS 
GASKET

C

CD

D

E E

  4.74
120.5

  

  2.36
60

  .04
1

PADS
TYP.

2.11
53.7
REF.

SECTION C-C

.28
7

TYP.

.30
7.5
TYP.

 .43
10.9
TYP.

  3.75
95.3

  

1.69
43

TYP.

.12
3

TYP.

 .16
4.2

TYP. 4

.16
4

TYP.

.12
3

 TYP.

  .46
11.7

  

SECTION D-D

MATING THREAD
FOR CAPTIVE SCREW

COVER

4.74
120.5

AT BOTTOM

  3.75
95.3

  

SECTION E-E
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BODY

ASSEMBLY ISOMETRIC

CL

NOTES:
1-  MATERIAL:  BODY - POLYCARBONATE 10% FIBERGLASS REINFORCED
                         COVER - POLYCARBONATE
                         UL508 /NEMA TYPE 4X WITH IP-67 TUV RATING & UL-94V0 RATING
2- FINISH:  BODY - LIGHT GRAY
                 COVER - LIGHT GRAY OR CLEAR (-C)
3- SUPPLIED WITH FOUR NON-METALLIC CAPTIVE SCREWS FOR COVER
    MOUNTING
4- CONTINUOUS GASKET IN COVER 
5- SUPPLIED WITH FOUR M4 x 8mm LG. TRUSS HEAD MACHINE SCREWS
6- DIMENSIONS ARE INCH [MM]
7- DRAWING FOR REFERENCE
8- OPTIONAL ACCESSORIES:
     INTERNAL STEEL PANEL - #PIX-11766 
     MOUNTING BRACKET KIT (STAINLESS STEEL) -  #NBX-10922
     MOUNTING BRACKET KIT (PLASTIC) - #PIX-4117
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