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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

ECI
HV02308000J0G

For any questions, you can email us directly:

sales@integrated-circuit.com
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PRODUCT NUMBER [ PITCH [
HVxx30x000J0G [ 38mm |
Dim L
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The color of lever is = w
consistent with body's ) & <
Dim L o
| I | I 2 f RECOMMENDED P.C.B LAYOUT
TOP VIEW
= = Material:
A m e @ Item@Insulating body:Thermoplastic ( UL94V-0 ) A
B @ ltem®Insulating lever:Thermoplastic ( UL94V-0)
- @ (tem(©Solder pin: Brass,Tin plated .
S ®Item@Spring clamp: Stainless steel
Electrical cULus  TUV
ol - @ Voltage rating: 300V 500V
e@Current rating: 8A 10A
0.80 \© @ Wire range: 0.5-1.5mm?
38| _ [l 040 @ Solid wire(AWG): 16-20
) 5.00£0.2126| @ Stranded wire(AWG): 16-20
31 OmB @ Wire strip length: 8-9mm
@ Withstanding Voltage: 16KV 189KV
@ Operating femperature: -40°C to +115°C
@ Soldering temperature: 260°C+5°C/5 Sec
N=Number of poles PART NO.: HV xx 30 x 000J0 G ®Safety Approval: M £
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Dim B=(N-1)x3.81 No. of ol . B[Bid(yRinggs) RoHS compliant mat’l. code i;:zqzi:.\/ ;;e[r?:fse projection |product family TERMNAL BLOCK
0. of poles acl (lead<L%) . -
Poles | Tolerance Solidblock 2 Red [RAL300/D) In copper Alloy [tr [ecn noldr [date m;..m::;;m“ - title
2-6p | 015 02 2poles 3 Orange(RAL2011/P) angleq S— 03 ———= | TERMINAL BLOCK
TR 03 3poles 4 Yellow(RAL1018/A) x':t1'—|_x.xxto.1 sodle SPRING CLAMP,90D WIRE INLET
-12p +0.20 S 5 Green(RAL6018/T) Id_r EVIN_ZHONG | 052914 FC‘ dwg no sheet 1 of 1]size
13-18p +0.25 poles 6 Blue (RAL5015/A) lengr| EVIN ZHONG | 052914
924 8 Grey(RAL7004/P) [chr | HANKE FENG | 052014 :7) HVxx30x000J0G Au
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