Distributor of Semtech: Excellent Integrated System Limited
Datasheet of SC3BJ10FF - BRIDGE RECT 1.5A 100V
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

"
punnam|
L

ectronic components

-

Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Semtech
SC3BJ10FF

For any questions, you can email us directly:

sales@integrated-circuit.com


http://www.integrated-circuit.com/manufacturers/Semtech.html
http://www.integrated-circuit.com/manufacturers/Semtech.html
http://www.integrated-circuit.com/tag/SC3BJ10FF.html
http://www.integrated-circuit.com/tag/SC3BJ10FF.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com

198

Distributor of Semtech: Excellent Integrated System Limited
Datasheet of SC3BJ10FF - BRIDGE RECT 1.5A 100V
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

m
Il
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FULL WAVE BRIDGE RECTIFIERS SC3BJ10FF
SC3BJ15FF
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SUPERFAST RECOVERY, LOW CURRENT 3-PHASE QUICK REFERENCE

FULLWAVE BRIDGE RECTIFIER ASSEMBLIES DATA

* Low forward voltage drop e Vp =50V - 150V

* Low reverse leakage current e I =50A

e Aluminum case e VF =12V

¢ Low thermal impedance e tr =30NnS

* Very fast reverse recovery time

ABSOLUTE MAXIMUM RATINGS

Working Average Rectified Current Irav) 1 Cycle Surge
Device Reverse Current
Type Voltage @ case temperature @ ambient temperature IrsM @ tp = 8.3mS
' VRWM  [Tg55C [ @100C | @125°C | @25°C | @55°C | @ 100C | @25°C | @ 100°C
Volts Amps | Amps | Amps | Amps | Amps | Amps | Amps | Amps
SC3BJO5FF 50
SC3BJ10FF 100 5.0 3.1 1.8 1.5 1.1 0.7 35 24
SC3BJ15FF 150
Rejc = 6.0°C/W
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%EMTE@M SUPERFAST RECOVERY 3-PHASE SC3BJO5SFF
FULL WAVE BRIDGE RECTIFIERS SC3BJ10FF
SC3BJ15FF
January 16, 1998
ELECTRICAL CHARACTERISTICS
Maximum Reverse Maximum | Maximum | Maximum
. Leakage Current Forward Reverse operating &
Device Iz @ Vrwm Voltage / leg Rggove{y storage temp
range.
Type @25°C | @100°C Vg@zgaé”‘ trr gzes"c Tor g;sm
HA HA Volts nS °C
SC3BJO5FF - 55
SC3BJ10FF 3.0 150 1.2 30 to
SC3BJ15FF +150
! Measured on discrete devices prior to assembly
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Fig 1. Forward voltage drop against output current per leg
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Fig 3. Maximum insurge current
against time constant for
capacitive loads.

Fig 2. Transient thermal impedance characteristic per leg
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