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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Lumex, Inc.
GT-CM145L

For any questions, you can email us directly:

sales@integrated-circuit.com
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UNCONTROLLED DOCUMENT PART NUMBER REV.
GCT—CM145L A
REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A [ EC.N. #10BRDR & REDRAWN 3-27-00
ELECTRICAL SPECIFICATIONS
PARAMETER VALUE TEST CONDITION
D.C. FIRING VOLTAGE: 145V£20% D.C. (dv/dt 100V/5)
IMPULSE FIRING VOLTAGE: 500V D.C. MAX. (dv/dt 100V/pS)
IMPULSE CURRENT: 10KA MAX. (8/2045)
_, - D.C. HOLDOVER VOLTAGE: 70V D.C. MAX. (150mS MAX.)
?8.00 [e0315] AC. DISCHARGE CURRENT: 5A (1S X 10 TIMES)
INSULATION RESISTANCE: 103MQ MIN. (50 OR 100VDC)
i INTER-ELECTRODE CAPACITANCE: 1.0 PF MAX. 1.0kHz
6.80 [0.2681
MAX, 60.00 [2.362]
I \_ CERAMIC ENVIRONMENTAL SPECIFICATIONS PER MIL-STD 202
TUBE TEST METHODE CONDITION RATING
VIBRATION TESTING: 2048 c 10-55Hz, .06DA
SHOCK 213A c 100 g
HUMIDITY: 1038 B 95% Re. HUMIDITY
TEMPERATURE CYCLING: 1024 c 6570 +125°C
BAROMETRIC PRESSURE:  105C B 50,000 ft,
THERMAL SHOCK: 107 B -6570 +125°C
I | SOLDERABILITY: 208 B
$0.80 [0.031] _“_
NICKEL WIRE <2 PLS) RESPONSE TIME
SURGE TYPE (Rt MAX.)
1Kv/mS 1 x 1075gec.
1Kv/pS 1 x 1078sec.
5Kv/uS 1 x 10~ sec.
(//\/6“0/\//790[[{ D DOC(//I/E N7
*#TOLERANCES PER DECIMAL PRECISION ARE: X=41 (£0.039), XX=£0.5 (£0.020), X.XX=20.25 (£0.010), XXXX=20.127 (*ooos) LEAD LENGTH=0.75 (£0.030). MN= D Dcuuu. PRECISON
REV. PART NUMBER CONFIDENTIAL INFORMATION 290 HELLEN ROAD ®
e DECRUATION CONTANED I S DOCUMENT 15 %Wu;fﬂ PALATINE, ILLINOIS 60067
A GT—CM145L No, THE HOLDER OF T DOCLMENT SWAL KEEP AL NFORMATON PHONE: (847) 359-2790
CONTANED HEREIN CONFIDENTIAL AND SHALL PROTECT SAVE N WHOLE OR |NCORPO|RP\T|E WEB: http://www.lumex.com
IN PART FROM DISCLOSURE AND DISSEMINATION TO ALL THIRD PARTIES.
HEAVY DUTY CERAMIC SURGE PROTECTOR RELABLTY NOTE DRAWN BY: | CHECKED BY: |APPROVED BY:|DATE: 3—27-00
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