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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Lumex, Inc.
LDM-424257NI

For any questions, you can email us directly:

sales@integrated-circuit.com
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PART NUMBER REV.
LDM—424257NI B
REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A | ECN. #10387. 5.20.98
B | EC.N. #10BRDR. & REDRAWN IN 3D. 7.5.03
ELECTRO-OPTICAL CHARACTERISTICS TA=25'C If=10mA
PARAMETER MIN P MAX  UNTS  TEST COND
PEAK WAVELENGTH 635 (RED) nm
565 (GREEN) nm
FORWARD VOLTAGE (R/G) 40/44 5.0/52 Vf
REVERSE VOLTAGE 5.0 Vr Ir=100pA
AXIAL INTENSITY  (R/G) 2000/2500 ped 1F=1DmA
EMITTED COLOR: RED/GREEN
FACE COLOR: GRAY
SEGMENT COLOR: MILKY WHITE DIFFUSED
LIMTS OF SAFE CPERATION AT 25°C PER DOT
PARAMETER COLORS MAX UNITS
PEAK FORWARD CURRENT* 1% mA
STEADY CURRENT (R/G) 30/25 mA
POWER DISSIPATION 105 mW
DERATE FROM 256'C -16 mW/‘C
OPERATING, STORAGE TEMP. 4070 +85 ©
SOLDERING TEMP. +260 ke
2.0mm FROM BODY 3 SEC. MAX
K108
MATRIX DETAL
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REV.

B

PART NUMBER

LDM—424257NI

42" § x 7 DOT MATRIX LED DISPLAY, COLUMN CATHODE,
RED/GREEN CHIPS, GRAY FACE WITH WHITE DOTS.

CONFIDENTAL INFDRNATION
THE INFORMATION CONTANED IN THE DOGUNENT IS THE PROPERTY OF
LUMEX ING. EXCEPT AS SPECFICALLY AUTHORZED IN WRTING BY LW
INC., THE HOLDER OF THS DOGUMENT SHALL KEEP ALL INFORMATION
CONTANED HEREIN
IN PART FROM DSCLASURE AND DISSENINATION T ALL THRD PARTIES.

RELAGLITY NITE
OUR NANY YEARS OF EXPERENCE DATA ACCUNULATION INDICATE THAT
SOLDER HEAT IS A MAJOR GAUSE OF EARLY AND FUTURE FAILURE.
PLEASE PAY ATTENTION TO YOUR SGLDERING PROCESS.

CONFIDENTIAL AND SHALL PROTECT SAME IN WHOLE OR'

290 E. HELEN ROAD

- +0.00
WA= Z0EINAL PRECIION

PALATINE, IL 60067—6976
PHONE: +1.847.359.2790
US WEB: www.lumex.com

M (TW WEB: www.lumex.com.tw

DRAWN BY:

CHECKED BY: JAPPROVED BY:

BC

DATE:
PAGE:
SCALE:

7.23.96
1 0F 1
N/A



http://www.tcpdf.org
http://www.tcpdf.org

