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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Lumex, Inc.
SML-LX15GIC-TR

For any questions, you can email us directly:

sales@integrated-circuit.com
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UNCONTROLLED LDOCUMENT PART NUMBER REV.
= 900 o8 — SML—=LX15GIC—-TR E
R0.35 [R0.014]
—] 3 PLSS REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
[ 1 A [ ECN. #10967. 3.14.03
gy I POLARITY MARK B | EC.N. #11010. 7.3.03
3.00 [0.1183 3> ] GREEN  RED C E.C.N. #11148. 11.30.05
- D |ECN. #11361. 11.28.08
=] 2 E | EC.N. #11501. 05.02.08
ELECTRO-OPTICAL CHARACTERISTICS TA=26'C  If=20mA
2.00 E0-079J S PARAVETER MNP NAX_ UNTS  TEST COND
L coumon” oo PEAK WAVELENGTH 565 (GREEN) m
]_ [ LFAD FREE REFLOW PROFILE 635 (RED) nm
0,40 [0.0161 100 [0.0331 10 SEC. WAL FORWARD VOLTAGE (6/R) 22/20 26/25 Vi
] 255 REVERSE VOLTAGE 50 Ve Ir=1000A
. AXIAL INTENSITY 10 med  |f=20mA
£ 160 VIEWING ANGLE 140 2x theta
] 150 EMITTED COLOR: GREEN/RED
—[ % EPOXY LENS FINISH: WATER CLEAR
&
110 [0,043] =
3 PLS) §| 150 £0.075 = LIMITS OF SAFE OPERATION AT 25
— BV PARAMETER COLORS NAX UNTS
| 0 ™ PEAK FORWARD CURRENT* 160 mA
STEADY CURRENT (6/R) 25/30 mA
W
0-?3 g%g%OJ L_ TOTAL TME ABOVE 220°C IS 60 SECONDS NAX. Sg;'AETRE ”;R%M'PAQ?S _"13,52 m?,/-c
: RECOMMENDED PAD LAYOUT [B] OPERATING, STORAGE TEMP. —40 70 +85 T
JAPE SPEC DETAL *KIYS
3.40 [0134]
4.00 [04571 $1.55 [60.0611 |_ NOTES:
| ‘ I:' I:l L.50 [0.059] 1. THE POLARITY MARK IS ORIENTED TOWARDS B
7 61'75 10,0691 SGR. 3 PLS. THE TAPE SPROCKET HOLE.
[ O @ 4.30 [0.169] 2.80 [0.110] @
800 [0.315] |f2 E 3.50 [0.138] l:’
l , CAUTION: MOISTURE SENSTIVE DEVICE | EE!
PER JEDEG LEVEL 3 STANDARDS
L 400 coss73 0,95 [0,037] —-‘

TAPE FEED DIRECTION

*UNLESS OTHERWISE SPECIAED TOLERANCES PER DEVIWAL PRECISIN ARE: X=t1 (2D.039), XX=205 (£0020), XXK=10.25 (£0.010), XXO=£0.127 (20.005). LEAD SZE=20.05 (002), LEAD LENGH=£075 (£0.030), UN= HJECNAL PRECISN

ONCONTROLLED Z?OC(//ME NT

+0.00
= —DECIMAL PRECISION

REV. PART NUMBER

E SML—=LX15CGIC—TR

CONFIDENTAL INFDRNATION
THE INFORMATION CONTANED IN THE DOCUNENT IS THE PROPERTY OF
LUMEX INC, EXCEPT AS SPECFIALLY AUTHORIZED IN WRITING BY LUNEX
INC, THE HGLDER OF THIS DOGUMENT SHALL KEEP ALL INFORMATION
CONTANED HEREIN CONFIDENTIAL AND SHALL PROTECT SAME IN WHOLE OR

SOT—23 REPLACEMENT, SURFACE MOUNT LED,
565nm GREEN/635nm RED BICOLOR LED,
WATER CLEAR LENS, TAPE AND REEL.

IN PART FROM OBCLISURE AND DISSENINATION TO AL THRD PARTIES.

RELWSLITY NOTE
OUR NANY YEARS QF EXPERENCE DATA ACCUNULATION INDICATE THAT
SOLDER HEAT IS A MAJOR GAUSE OF EARLY AND FUTURE FAILURE.
PLEASE PAY ATTENTION TO YOUR SOLDERNG PROCESS,

290 E. HELEN ROAD
PALATINE, IL 60067—6976
F‘HONE +1.847.359.2790
EB: www.lumex.com
TW WEB: www.lumex.com.tw
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