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Excellent Integrated System Limited
Stocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:

API Technologies Corp
54F-863-004

For any questions, you can email us directly:

sales@integrated-circuit.com
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NOTES:

1) HARDWARE IS NOT INCLUDED.
2) THIS IS A LEAD FREE PRODUCT.
3) MAX REFLOW IS 245°C FOR 5 SEC.
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RoOHS

COMPLIANT

LEAD FINISH:  SILVER

BUSHING FINISH: SILVER
CAPACITANCE 10,000pF MIN.
TEMP. RANGE | —=55°C TO 125°C
CURRENT 10 AMP_MAX.
WORKING B5C —— VDC MAX.
VOLTAGE 125°C 100 VDC MAX.

D.C. RESISTANCE

0lohms MAX.

MIN. I.L. PER MIL-STD-220 AT 25'C NO LOAD

FREQ. MHz L. (db)
3 9
10 20
30 29
100 38
300 45
1 GHz 50
10 GHz 50
SCHEMATIC o f o
MARKING:
PART: SF863004
BAG: 2 LABELS REQUIRED
#1 #2
FOREM P/N: B8IAOZMOIGT
SCI P/N:  54F-863-004 RoHS
DATE CODE:
LOT NO- COMPLIANT
QY. WHITE LETTERS
ASSEMBLED IN: GREEN BACKGROUND
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FAIRVIEW

CN 28510-CPD

CN 26529-CPD
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PENNSYLVANIA
SPECTRUM CONTROL INC.
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Quality Products From The Specialists In Electro—Magnetic Compatibility
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