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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Lumex, Inc.
SSFE-LXH4RA5LYD

For any questions, you can email us directly:

sales@integrated-circuit.com
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4.50 [0.177]1 H

#5.90 [90.232] m\ $5.00 [©0.197]

I— 7.62 [0.300] —=
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7.62 [0.300]

5.10 [0.201]

3.20 [0.126] ~— 860 [0.339] —
_I I__ 0.56 [0.022]
ANOIDE TYP. (2 PLS)
254 [0.100]
NOTES:

1. SS5L-LX5083LYD, YELLOW LED.
2. IFS-LX4FRA-1 LAMP SOCKET.
3. CUT LED LEADS 5mm LONG.

\_

o

0.80 [0.031]1 __|
TYP.

1582 [0.623]

4. ASSEMBLE IN SOCKET. POLARITY AS SHOWN.

PART NUMBER REV.
SSF—=LXH4RASLYD
REV. | E.C.N. NUMBER AND REVISION COMMENTS | DATE

ELECTRO-OPTICAL CHARACTERISTCS Ta=25C  11=20mA

PARAMETER MIN TP MAX___UNITS _ TEST GOND

PEAK WAVELENGTH 585 (YELLOW) nm

FORNARD VOLTAGE 21 25 vy

REVERSE VOLTAGE 50 Ve Ir=100pA

AXIAL INTENSTTY 30 med  11=20mA
10 med  If=2mA

VIEWING ANGLE 60 2 theta

EMTIED COLOR:  YELLOW

EPOXY LENS FINISH:  YELLOW DIFFUSED

LIMITS OF SAFE OPERATION AT 25C

PARAMETER MAX UNITS

PEAK_FORNARD CURRENT* 150 mA

STEADY CURRENT 30 mA

POWER DISSIPATION 105 m

DERATE FROM 25C -12 W/

OPERATING, STORAGE TEMP., —4070 +85 C

SOLDERING TEMP. +260 ‘¢

2.0mm FROM BODY 3 SEC. MAX

IS
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*UNLESS OTHERWISE SPECIFIED TOLERANCE IS £0.25mm (£0.0107)

REV. PART NUMBER

SSF—LXH4RASLYD

CONFDENTAL_NFGRMATION
THE. NFORMATION GONTANED IN THIS DOGUMENT IS THE PROPERTY OF
LUVEX ING. EXCEPT AS SPECAICALLY AUTHORIZED IN WRTING BY LUMEX
INC, THE HOLDER OF THIS [KCUNENT SHALL KEEP ALL INFORMATON
[CONTANED HEREN CONFIDENTIAL AND SHALL PROTECT SANE IN WHOLE OR

T-5mm (T—1 3/4) LANP, FAULT INDICATOR,
LOW CURRENT, 585nm YELLOW LED, YELLOW DIFFUSED LENS.

IN PART FRON DISCLOSURE AND DISSEMINATKIN TO ALL THRD PARTES.

RELIABILITY NOTE
OUR MANY YEARS DF EXPERENCE DATA ACCUMLLATON NOICATE
THAT SOLDER HEAT IS A WAJOR GAUSE DF EARLY AND FUTURE
FALURE. PLEASE PAY ATTENTION TO YOLR SOLOERING PROCESS.

LUMEX
INCORPORKT ED

290 E. HELLEN ROAD
PALATINE, ILLINQIS 60067

PHONE: 1-847-359-2790
WEB: HTTP:/ /WWW.LUMEX.COM
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