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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Lumex, Inc.
SSL-LX507F3HGW

For any questions, you can email us directly:

sales@integrated-circuit.com


http://www.integrated-circuit.com/manufacturers/Lumex.html
http://www.integrated-circuit.com/manufacturers/Lumex.html
http://www.integrated-circuit.com/tag/SSL-LX507F3HGW.html
http://www.integrated-circuit.com/tag/SSL-LX507F3HGW.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com

electronic components

"1
)

|

Distributor of Lumex, Inc.: Excellent Integrated System Limited
Datasheet of SSL-LX507F3HGW - LED GRN/RED DIFF 5MM ROUND T/H
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

UNCONTROLLED DOCUMENT

24,75 [20187] ﬂ‘

7.20 [0.283]

|

100 [0.0291 | |
MAX.

26.40 [1.039]
RED
ANODE

0.50 [0.020]

\_ GREEN

ANODE

100 [0.039]
r

SOR. @ PLS)ﬂL—
254 [0.100]

*UNLESS OTHERWISE SPECIMED TOLERMCES PER DECMAL PRECISON ARE: X=41 (0.039), XX=20.5 (£0.020), XX(=£025 [£0.010), XX0(=t0,127 (£0.S) LEAD SZE=1006 (£0907), LEAD LENGH=E075 (20.030), MN= FJEENAL PRECEION

PART NUMBER REV.

SSL—-LX507F3HCW B

REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A | EC.N. #10BRDR. & REDRAWN IN_ 3D. 6.4.01
B | ECN. #11148 11.01.06
ELECTRO-OPTICAL CHARACTERISTICS TA=26'C  |f=20mA
PARAVETER NIN TP MAX _ UNTS _ TEST COND
PEAK WAVELENGTH 700 (RED) m
565 {GREEN) m
FORMARD VOLTAGE (R/G) 20/22 25/26 Vi
REVERSE VOLTACE 50 Ve Ip=100uA
AXIAL INTENSITY 2 med  |f=20mA
VIEWING ANGLE 60 2 theta
EMITTED COLOR:  RED/GREEN
EPOXY LENS FINISH: MILKY WHITE DIFFUSED
LMIS OF SAFE OPERATION AT 25°C
PARAVETER COLORS NAX UNTTS
PEAK FORWARD CURRENT* 150 mA
STEADY CURRENT 2 mA
POWER DISSIPATION (R/G) 120/105 W
DERATE FROM 25°C -2 m/C
OPERATING, STORAGE TEMP. -4070 +85 <
SOLDERING TEMP. +260 <
2.0mm FROM BODY 3 SEC. MAX
<108
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PART NUMBER

SSL—LXS07FSHGW

CONFIDENTIAL_INFORNATION
THE INFORMATION CONTANED IN THE DOGUNENT IS THE PROPERTY OF
LUMEX INC. EXGEPT AS SPECFICALLY AUTHORZED IN WRTING BY LN
INC,, THE HOLDER OF THS DOCUMENT SHALL KEEP ALL INFORMATION
CONTANED HEREIN CONFIDENTIAL AND SHALL PROTECT SAME IN WHALE OR

IN PART FROM OSCLISURE AND DYSSENINATION TO AL THRD PARTIES.

290 E. HELEN ROAD B
PALATINE, IL 60067—6976
PHONE: +1.847.359.2790

UsS WEB: www.lumex.com

TW WEB: www.lumex.com.tw

T-5mm (T—1 3/4) 700nm RED/565nm GREEN BICOLOR LED, QR MANY VEARS OF D wusmon nacae e | DRAWN BY: | CHECKED BY: [APPROVED BY:|DATE: 11.01.06
MILKY WHITE DIFFUSED LENS SOLDER HEAT IS A MAIOR CAUSE OF EARLY AND FUTURE FAILRE. PAGE: 1 OF 1
. PLEASE PAY ATTENTION TO YOUR SOLDERNG PROCESS. 1©e SCALE:  N/A
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