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Excellent Integrated System Limited

Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Murata Electronics North America
FDSD0630-H-100M=P3

For any questions, you can email us directly:

sales@integrated-circuit.com
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NMNOVATOR IN ELECTRONICS

BFDSD0630}

Inductance Range: 0.68~10uH
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Metal Alloy Inductors

Recommended patterns
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(Unit: mm) (Unit: mm)
FEATURES 4%
e 7.0 x 6.6mm square and 3.0mm Max. height. o BMA7.0x6.6ZEXKMTHE, RASEIIZEK
e Magnetically shielded construction, low DC resistance. o HiMERHeEN, KEREME
¢ The use of magnetic iron powder ensure capability for o ERAEERMMN, RIETXKER
large current. o RiEEIZE
¢ Low audible core noise. o DC-DCH%ifsSHl Bi a2 MR MRk
o Ideal for DC-DC converter applications o [FHBEETEE: -20~+100°C
e Operating temperature : -20~+100°C
STANDARD PART NUMBERS #RfEZH4SH
TYPE FDSD0630 (Quantity/reel; 1,000 PCS)
THSE BEE” NE BRAEREEA RARSRNERS BARE EAHR"
- Inductance o Temperature
Part Inductance® Tolerance I De(cpt)e;s:xc(l#r;sr;t Rise Current®
Number (uH) (%) : ; AT=40°C
(me) Max. (1vp) - =30% (A) Max. (Typ)
FDSD0630-H-R68M=P3 0.68 +20 8.6 (7.1) 17 (21) 9.61 (12)
FDSD0630-H-1ROM=P3 1.0 + 20 11 (9) 15 (19) 9.4 (11)
FDSD0630-H-1R5N=P3 1.5 +30 13 (11) 13 (16) 8.5 (10)
FDSD0630-H-2R2M=P3 2.2 +20 17 (14) 12 (15) 7.1 (8.3)
FDSD0630-H-3R3M=P3 3.3 +20 28 (23) 8.0 (10) 5.6 (6.6)
FDSD0630-H-4R7M=P3 4.7 +20 40 (33) 7.6 (9.5) 4.7 (5.5)
FDSD0630-H-5R6M=P3 5.6 +20 46 (38) 7.0 (8.8) 4.2(4.9)
FDSD0630-H-6R8M=P3 6.8 +20 61 (51) 5.9 (7.4) 3.7 (4.3)
FDSD0630-H-8R2M=P3 8.2 +20 70 (58) 5.5 (6.9) 3.4 (4.0)
FDSD0630-H-100M=P3 10 + 20 74 (62) 5.4 (6.8) 3.2 (3.8)

(1) Inductance is measured with a LCR meter 4284A (Agilent
Technologies) or equivalent.
Test frequency at 100kHz

(2) DC resistance is measured with 34420A (Agilent Technologies) or
3541(HIOKI). (Reference ambient temperature 25°C)

(3) Inductance Decrease Current based upon 30% inductance
reduction from the initial value

(4) Temperature Rise Current based upon 40°C temperature rise.
(Reference ambient temperature 25°C)

(5) Absolute maximum voltage 30VDC.

NOTICE: Please be sure that you carefully discuss your planned
purchase with our sales division if you intend to use the
product for business use etc. is severe.

(1) LCR{XF=4284A (AgilentiAR) & IhAEAERIANNESFELOOKHZ
TR B RE

(2) BT HAL 7 F3R34420A (AgilentiiAR) 5i&3541(HIOKI)MIXE
REPM. CGMEEBREA25°C)

(3) BRXERKEARETHBENSVAEMKE30%ITER.

(4) BEASHEAREZETEE EA40°CHEM EEEN. (B%F
EIERE25°C)

(5) ExtmEEBEORKE.
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