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Bel Fuse Inc.
M39030/3-06S
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NOTES: Clecironic componen
1.0 MATERTALS:
1.1 HOUSING: STAINLESS STEEL PER
ASTM—A582, TYPE 303.
1.2 CENTER CONTACT: BERYLLIUM COPPER ROD
ALLOY C172, PER ASTM—B196.

1.3 DIELECTRIC: PTFE FLUOROCARBON PER ASTM-D1457.

2.0 PLATING:

2.1 HOUSING AND NUT: PASSIVATED PER MIL-F—14072

AND QQ—P-35.
2.2 CENTER CONTACT: GOLD PER MIL-G—-45204,
TYPE II, CLASS 2

3.0 ELECTRICAL SPECIFICATIONS:

3.1 FREQUENCY RANGE: DC to 18.0 GHz

3.2 VSWR: 1.05+.01f(GHz) MAX.

3.3 OPERATING TEMPERATURE RANGE:
—55C to +125°C

3.4 INPUT POWER
0.5 WATTS AVG.
50 WATTS PEAK

3.4.1 AVERAGE INPUT POWER IS DERATED

LINEARLY FROM 100% AT +25°C TO 25%
AT SPECIFIED MAXIMUM AMBIENT OPERATING
TEMPERATURE.

3.5 IMPEDANCE: 50 OHMS

3.6 WEIGHT: .25 Oz. MAX.

4.0 MARKING: MARK UNIT AS SHOWN
(REF.: INK—09183-27—[45 or 46])
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