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Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Rohm Semiconductor
SLR343BBT3F
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sales@integrated-circuit.com
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I CONVENTIONAL LED LAMPS
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High Brightness Type ¢3.1 Circular Type LED Lamps (LEDs with Pressure Release Structure)

SLR343 Series

Pressure
Release

Blue Green
Shape e InGaN on SiC
Dimension (mm)
468nm 523nm 518nm
Circular Type #3.1
SLR343BBT SLR343BCT SLR343BDT SLR343EBT SLR343ECT SLR343EDT
Note) "-" will be taken out for emitting color B/E series.
- AbSOlute Maximum Ratings (Ta=25°C) - External Dimensions (Unit: mm)
Peak .
Power | Forward ] Reverse | Operating Stotage
Emitting | dissipation | current voltage |temperature [temperature
Part No. current
color Po I3 * |rp R Topr Tstg
o o .8+0.
(mwW) | (mA) | T (W) (C) (C) dr
SLR343BBT \ jré’l
SLR343BCT Blue | b
SLR343BDT | El
120 30 100 5 -20 to +80 | -30 to +100 405192 i %
SLR343EBT a1 =
SLR343ECT Green 200404 ||| g
SLR343EDT i 3 g
* |FP measured under duty =1/ 10,1kHz i Jrl;)\
o, (¢ ‘ o
M Electrical Optical Characteristics (Ta=25C) 1281 \ ‘catrope
Forward Reverse | Light wavelength Brightness Tolerance:+0.2
voltage current Iv
Part No. Resin Color Ve Ir P;sk HaIfA-v;?ve
Typ. IF Max. | VR | Typ. | Typ. IF Min. | Typ. IF . Directivity
V) | (mA) | A) | (V) | (nm) | (hm) | (MA) | (mcd) | (med) | (mA)
SLR343BBT 90 350
SLR343BCT 35 468 26 200 | 600
SLR343BDT ’
Transparent 20 100 5 20 300 | 800 o
SLR343EBT Clear 523 36 420 | 1500
SLR343ECT 610 | 2000 v,
3.8 518 | 35 SRS
SLR343EDT 900 | 3500 l-'#s‘gg!,!,gé%a‘-‘
Relative Luminous Intensity (%)
(Typ.)

I Recommemded Pad Layout

B Packaging Spacifications (Unit : mm)

2.0

1.0+01

25

ZNNEN
Sl

(Unit : mm)

Packaging

Bulk(3F) : 2000pcs/Box

70

170

100
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I CONVENTIONAL LED LAMPS

B Electrical Characteristic Curves
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