Distributor of Sullins Connector Solutions: Excellent Integrated System Limited
Datasheet of PPTC022KFMS - Connector Header 4 Position 0.100" (2.54mm) Tin Surface
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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Sullins Connector Solutions
PPTC022KFMS

For any questions, you can email us directly:

sales@integrated-circuit.com
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Distributor of Sullins Connector Solutions: Excellent Integrated System Limited
Datasheet of PPTC022KFMS - Connector Header 4 Position 0.100" (2.54mm) Tin Surface
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SPECIFICATIONS

CURRENT RATING : 3 AMPS

INSULATOR RESISTANCE : 5000 MEGOHMS MIN.

CONTACT RESISTANCE : 20 MILLIOHMS MAX.

DIELECTRIC WITHSTANDING : AC 500V

MAX PROCESSING TEMP : 230°C FOR 30 ~ 60 SECONDS
(260°C FOR 10 SECONDS)

OPERATING TEMPERATURE : —40°C ~ +125°C

CONTACT MATERIAL : PHOSPHOR BRONZE.

INSULATOR MATERIAL: NYLON 6T, UL 94V-0

*CONTACT PLATING: P=OVERALL GOLD FLASH; T=OVERALL TIN PLATED
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ORDERING INFORMATION:

2-91.2
OPTIONAL

REV. ECN NO. DATE

A | RELEASED 09,/02/03
B | REVISED PN 03,/04/04
C | UPDATE TOL 12/16/04

1. Replace "*" with plating code

2. Replace "xx” with number of positions (note that
for this dual row connector, the number of
positions is 1/2 the number of total contacts)

3. To add quide post feature, replace Ist letter "S”

of the part number with "P”
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