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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Littelfuse
0675.100MXE

For any questions, you can email us directly:

sales@integrated-circuit.com
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Axial Lead and Cartridge Fuses

Ceramic Body

3.6 X 10 MM sio-810® Fuse 675 series D @

« Designed to UL/CSA 248 Standard.

« Slo-Blo, ceramic body fuse in a compact package.

 This space saving fuse is ideally suited for lighting, power supply,
and adapter applications.

ELECTRICAL CHARACTERISTICS:

% of Ampere Opening
Rating Time
100% 4 hours, Minimum
200% 60 seconds, Max.

AGENCY APPROVALS: Listed by Underwriters Laboratories
and Certified by CSA from 0.100 through 5 Amps.

INTERRUPTING RATING:
50A @ 250V AC

PACKAGING OPTIONS: .
Please refer to the following suffixes when ordering: 675 000 Series
Bulk (1000 pieces): Add MXE suffix to the catalog part number.

Tape and Reel (1500 pieces): Add DRT4 suffix to the catalog

3.9(153") | 0.6 (.024")
part number. - ‘
TAPE AND REEL SPECIFICATIONS: 1
Per EIA-296 with 10mm pitch and 56.5mm inside 1 — 110 — «——30.0
tape spacing. (.433") (1.181") TYP.
Axial Lead Material: Solder coated copper.
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