
Distributor of Pomona Electronics: Excellent Integrated System Limited
Datasheet of 3273 - MINI RIVET BANANA PLUG .062" PNL 
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

  

Excellent Integrated System LimitedExcellent Integrated System Limited

Stocking DistributorStocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:Click to view price, real time Inventory, Delivery & Lifecycle Information:

Pomona ElectronicsPomona Electronics
32733273

  

  

For any questions, you can email us directly:For any questions, you can email us directly:
sales@integrated-circuit.comsales@integrated-circuit.com

                               1 / 2                               1 / 2

http://www.integrated-circuit.com/manufacturers/Pomona-Electronics.html
http://www.integrated-circuit.com/manufacturers/Pomona-Electronics.html
http://www.integrated-circuit.com/tag/3273.html
http://www.integrated-circuit.com/tag/3273.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com


Distributor of Pomona Electronics: Excellent Integrated System Limited
Datasheet of 3273 - MINI RIVET BANANA PLUG .062" PNL 
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

Pomona®
 

 
 
 

All dimensions are in inches. Tolerances (except noted): .xx = ±.02” (,51 mm), .xxx = ± .005” (,127 mm).  
All specifications are to the latest revisions. Specifications are subject to change without notice.  
Registered trademarks are the property of their respective companies.  Made in USA 
 

6/9/99 PomonaACCESS 90206   (800) 444-6785 or (425) 446-6010 
SY/EH/LS More drawings available at www.pomonaelectronics.com 
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Model 3273 
Miniature Rivet Type Banana Plug 

Sales: 800-490-2361 Fax: 888-403-3360 
Technical Assistance: 800-241-2060 

 

 
 
 
 
FEATURES: 

• Excellent for riveting to .062” (1,57mm) thick panels. 
• Banana plug spring is gold plated Beryllium Copper for long insertion life and corrosion resistance. 
• Features a solder turret for easy and secure wire attachment. 

 
MATERIALS: 
Body: Brass, Gold Plated 
Spring: Beryllium Copper, Gold Plated 
 
RATINGS: 
Operating Voltage: 2500 VDC 
Operating Current: 5 Amperes Max. 
 
ORDERING INFORMATION:  Model 3273 
Sold in packages of 10 
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