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Excellent Integrated System Limited

Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

ECI
86093488314755E1LF
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sales@integrated-circuit.com
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55 MAX 8 TECHNICAL SPECIFICATION
- 3 3; HOUSING MATERAL : THERMOPLASTIC POLYESTER UL94V—0, GREY
K
PN 1615 21 M i HOUSING CAN WITHSTAND EXPOSURE TO LEAD FREE WAVE SOLDERING TEMPERATURE
o
L OF 260-265°C FOR STRAIGHT CONNECTORS AS T IS IN CLASSICAL LEAD WAVE SOLDERING
N o ] o
b ,qa} SRR % AT 235-250
©
c| ¥ A o CONTACT / HARPOON MATERIAL  :  COPPER ALLOY
e CONTACT PLATING
xe.ot=J0. I | 928 Min. TERMINATION ZONE
50£0.1 TIN LEAD VERSION TIN LEAD OVER NICKEL
LEAD FREE VERSION : TN (PURE MATTE) OVER Ni
44.4 VA HARPOON PLATING
A - - +0.1 3382 8 1 TIN LEAD VERSION TIN LEAD OVER NICKEL A
—1 PART_NO. PRINTING DATE CODE PRINTING 1-0 LEAD FREE VERSION : TIN (PURE MATTE) OVER Ni —
YY - YEAR, XX— WEEK ELECTRICAL DATA
>(<. u]] CURRENT RATING AT 20°C : 15 A
= GURRENT (I MAX) : 2a
« l ﬁ BGOQ}XX XX XX XXX XXXXX >‘( XX TEMPERATURE RANGE : ~55'C/+125°C
= CONTACT RESISTANCE H < 20mQ
o T I —EJ
'\I ) U u ” U ” u U U U u U U U U U U - - INSULATION RESISTANCE ;2 100Mn
e 20.65 Max TEST VOLTAGE (rms) . 1000v
MECHANICAL DATA
P.C.B DRILLING DETAILS WITH HARPOONS NO OPTION INSERTION FORCE PER CONTACT : < 0.84N
EXTRACTION FORCE PER CONTACT : 2 0.15N
REFERENCE SPECIFICATIONS : DIN 41612 / IEC 603-2
SERES 8609 |3|48|8|3|14|7 (5|5 |000E1
24 2.5 ROWS FITTED WITH CONTACTS B
Rows 0 b ¢ —-—-—-—. — 3| 4 B
14 | 40 i 3
NUMBER OF CONTACTS
;;5& LI 7 TYPE OF INSULATOR
3 ROW FENALE INSULATOR —
METHOD OF MOUNTING
STANDARD MOUNTING. — STYLE €/2 —— - s — - —3
LONG STRAGHT SPILL (L = SEE TABLE) ——-—-—
SHORT STRAIGHT SPILL (L - SEE TABLE) —— - —-—-
~ ROW_B_AXIS OPTIONS
V\ /V M NO OFTION 7
NG o m Wi aRpoons H
PERFORMANCE CLASS
T T on a6 s 3 .
DIN 41612 CLASS 2 5
YYYy o DIN 41612 GLASS 1 6
Jre} A5 PER ML C 55302/ JSS 80808 — =~ - ——=——=——"—=—-—-—-— 8
0
’—uuuw —‘a XIS )@
c lOF THE CONNECTOR! MM PICH PER ROW s c
254
] 12.4/14.2 AFTER MATING —
000E: TIN LEAD VERSION
EILF LEAD FREE VERSION
S mat’l. code surface \/ tolerance projection | product family
v - 150 1302 0 406150 1101 @_6 8609
= Y
k= Itr [ecn no|dr | date tolerances unless otherwise specified title
§ A | 104-0100 | MINI 09/11/2004] ngles 0£1 mm DIN STANDARD RECEPTACLE
8 8 | 105-0042 | MINI linear R STRAIGHT SPILL DIN 41612 STYLE-C/2
|_c | 106-0062 | MINI [01/06/2006] O'%1®
NOTES:- dr__[MIN_K VANDANATH(22,/09/2004] dwg no sheet 1 of 1[size
I 1. THE "LF" PRODUCTS MEET EUROPEAN UNION DIRECTIVES AND OTHER COUNTRY REGULATIONS AS DESCRIBED IN GS-22-008 engr |RAKHEE GEORGE |22/09/2004) -8609-2017 A
N 2. THE HOUSING WILL WITHSTAND EXPOSURE TO 260°C PEAK TEMPERATURE FOR 3.5 SECONDS IN A WAVE SOLDER APPLICATION chr_|RAKHEE GEORGE |01/06/200! - - S
WITH A 1.6 MM MINIMUM THICK CIRCUIT BOARD ppd| GEORGE m/os/zao% type  Product Customer Drawing
3. LEAD FREE OR RoHS DIRECTIVE LABELING TO BE PROVIDED AS PER GS-14-920 FOR LEAD FREE VERSION. sheet }mcn c] [T
b index [sheet | 1 AN N N v
I . 1 2| 3 4 5 6 I
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