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() Chicago, IL 60609 USA

Telephone: 773.869.1234

www.tripplite.com

VGA Coax Monitor Extension Cable, Plenum Rated Highlights

High Resolution Cable with RGB Coax (HD15 M/F), » U Listed CMP rated cable

100 ft o Superior molded cables with foil
-t and braid shielding for maximum

MODEL NUMBER: P500-100-P EMI/RFI protection

e Constructed from 750hm
mini-coax (RGB) and paired
video wire construction for
superior signal quality

e Gold plated connectors and gold

plated copper contacts

System Requirements
o Monitor with HD15 cable

Package Includes

o 100-ft. Plenum Rated
XVGA/SVGA/NGA Monitor
Extension Cable HD15M to
HD15F Gold Connectors w/ RGB
Coax

Description

Tripp Lite's Plenum Rated SVGA Extension cable is ideal in Educational or Commercial installations where local
fire codes call for a CMP rated cable to run through walls, ceilings, and plenum air chambers. 100ft distance is achieved through high quality construction:

750hm Coaxial conductors for Red, Green, and Blue (RGB) signals, each protected by a 93% tinned copper braid shield. An overall shiled of Mylar foil and
85% Copper Braid shield ensures maximum signal integrity.

Features

o Superior molded cables with foil and braid shielding for maximum EMI/RFI protection

e UL Listed, CMP Rated Cable Jacket

e Constructed from mini-coax (RGB) and paired video wire construction for superior signal quality
o Resolution supported for VGA, SVGA, XGA, SXGA, UXGA, QXGA

o Gold plated connectors and gold plated copper contacts ensure excellent conductivity
o HD15 male to HD15 female molded connectors

Specifications

INPUT

Cable Length (ft.) 100
Cable Length (m) 30.5
PHYSICAL

Color Black

112



== Distributor of Tripp Lite: Excellent Integrated System Limited
= Datasheet of P500-100-P - CABLE EXT SVGA HD15M/F 100

Tripp Lite

1111 W. 35th Street
() Chicago, IL 60609 USA
Telephone: 773.869.1234

www.tripplite.com

CONNECTIONS
Side A - Connector 1 HD15 (MALE)
Side B - Connector 1 HD15 (FEMALE)

CERTIFICATIONS

Certifications RoHS-Compliant

WARRANTY

Product Warranty Period (Worldwide) | Lifetime limited warranty

© 2016 Tripp Lite. All rights reserved. All product and company names are trademarks or registered trademarks of their respective holders. Use of them does
not imply any affiliation with or endorsement by them. Tripp Lite has a policy of continuous improvement. Specifications are subject to change without notice.
Tripp Lite uses primary and third-party agencies to test its products for compliance with standards. See a list of Tripp Lite's testing agencies:
http://www.tripplite.com/products/product-certification-agencies
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