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Voltage Controlled Oscillator-VCO

CVCO45CL-0900-0940

PERFORMANCE SPECIFICATION MIN TYP MAX UNITS
Lower Frequency: 900 MHz Dj]ﬁh
Upper Frequency: 940 MHz &Eﬂ@’d
Tuning Voltage: 0.5 4.5 VDC
Supply Voltage: 4.75 5.0 5.25 VDC
Output Power: -3.0 0 +3.0 dBm
Supply Current: 17 mA
Harmonic Suppression (2™ Harmonic): -20 dBc
Pushing: 0.5 1.0 MHz/V
Pulling, all Phases: 1.0 2.0 MHz pk-pk
Tuning Sensitivity: 28 MHz/V
Phase Noise @ 10kHz offset: -104 dBc/Hz
Phase Noise @ 100kHz offset: -123 dBc/Hz
Load Impedance: 50 Q
Input Capacitance: 100 pF
Operating Temperature Range: -40 +85 °C
Storage Temperature Range: -45 +90 °C

Phase Noise (1 Hz BW, Typical)

Tuning Curve (Typical)
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CVCOBCL000-0050
Phace Moise 10.00dBS Ref -20.00d8¢fHz

2000 - Carier 301420029 M-z

2.1618 dBm

»1: 1 kHz 77.7262 dBc/Hz
2: 10 kHz  -103.76€60 dBc/H
3: 100 kHz -125.1734 dBc/Hz
43 1 MHz ~14%.1672 dec/Hz
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L0208 7500 wv | 854694667 Wz

2t 2.5V 901,077332 MHz
| 3t 4.5V | 368.768 WHz
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